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Welcome to 
AHI CARRIER EUROPE team!

AHI CARRIER EUROPE represents the commercial activities of AHI CARRIER FZC 
in Southeastern and Central Europe. Is responsible for the disposal and distribution of products 
Heating, Ventilation, Cooling and Air Conditioning (HVAC) of Carrier Corporation.

AHI CARRIER EUROPE consists of a region of 15 countries with Headquarters in Athens  
and affiliated offices in Sofia, Bucharest, Vienna, and Prague.

We provide high quality products and services, in accordance with all international regulations, 
always taking care of their immediate and safe delivery.
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PRODUCT INFORMATION AND SALES
For your information on sales issues (offers, discount policy), search / description  
of characteristics of products and their availability, you can contact the responsible seller 
of your area, who is responsible for you.

PRODUCT WARRANTIES
For warranty issues you can contact the responsible seller in your area.
All terms & conditions for the warranty of the products per category are detailed  
on our website. We recommend that you visit them to get acquainted with them.

SHIPMENTS AND RETURNS OF PRODUCTS

For matters of shipping or returning the products, you will contact the responsible seller 
of your area who is responsible for you.

We draw your attention to the following cases:

• The products have been delivered by the shipping company in poor condition (beaten 
or with damaged packaging) You should not proceed to the receipt of the products, and 
you should immediately inform the competent seller. Unfortunately, otherwise, it will 
be considered acceptance of their condition by the recipient and the transfer of any 
responsibility for their proper operation as well as the coverage of the guarantee to  
your company is automatically transferred.

• The products have been received in flawless packaging, but the machine has been 
damaged You should immediately send, to the competent seller, a description of the 
problem along with accompanying photos of the product and its packaging. The technical 
support and guarantee department is responsible in turn for informing you of the 
progress of your request.

COMMUNICATION
In case you want to report a problem, you can contact the relevant seller in your area or 
send an email to: grinfo@ahi-carrier.eu.

At Toshiba, we are always by your side!
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RESIDENTIAL SOLUTIONS 

Big or small, an apartment or a house, near or far, 
when we walk into our home, we want to feel comfort 
and intimacy. We want to have the perfect home. At 
Toshiba, this is what drives us: offering you products 
and technologies that create the perfect environment 
for your home, thanks to the advanced technology, 
evolution and innovation.

LIGHT COMMERCIAL SOLUTIONS 

Always driven by our standards for the creation of 
innovative high-end technological products, we offer you 
reliable and secure solutions that cover every possible 
demand. Now your world is getting simpler, clearer,  
and more effective thanks to the technical building  
usage systems of Toshiba. Whatever your situation,  
our groundbreaking solutions are here for you.

FOR EVERY NEED
In a world of infinite choices and unmeasurable possibilities, Toshiba satisfies every need. The solutions 
offered for heating and air conditioning match your needs perfectly, down to the smallest detail and always 
with the best outcome.

ONLY EXCELLENCE 
CAN BE NAMED TOSHIBA 

We stand out for the high standard Japanese technology of 
our products, for our unparalleled innovation and our subtle 
design. Our aim is to offer through our products a most safe, 
comfortable, and productive life to our trusting clients.
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EUROVENT PROGRAMME 

Eurovent is an independent European organization with the strictest 
requirements globally, which verifies that the technical features and 
performance of air conditioning products follow all European guidelines. 
All Toshiba residential products are certified by Eurovent programme. This 
is a guarantee for customers and users that our products will operate in 
accordance with the design specifications and that their published technical 
characteristics, performance and Energy Ratings are true.

Products that have been certified for their 
performance and efficiency by Eurovent will 
feature the Eurovent Certification logo

PRODUCTS DESIGNED TO PERFORM, 
ENGINEERED TO PERFECTION
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This directive 
determines the 
requirements 
and performance 
measurements  
of air conditioners 
and heat pumps.

This directive 
determines the 
methodology 
for the calculation 
of seasonal 
performance 
for space heating 
and cooling of air 
conditioners and 
heat pumps, with 
electrical driven 
compressors.

This directive 
involves heat pumps 
with electrical driven 
compressors and 
determines the 
requirements for 
marking domestic 
hot water units.

The Regulation aims 
to progressively 
abolish the use of 
hydrocarbons in 
future heating and 
cooling systems.

EN 14511 EN 14825 EN 16147 517/2014 F-gas

EUROPEAN STANDARDS 

To improve its environmental 
responsibility, Toshiba Air 
Conditioning offers products that 
meet the following European 
standards: operate  
in accordance with the design 
specifications and that their 
published technical characteristics, 
performance and Energy Ratings 
are true.

EN 14511 EN 14825 EN 16147 517/2014 F-gas
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DAISEIKAI 9

The exclusive New 
Daiseikai 9 is the 
market benchmark 
for high efficiency 
solution. Its elegant 
new design and higher 
standards in efficiency 
and comfort, maximize 
energy savings, and 
offer exceptional indoor 
air quality thanks to 
its exclusive filtration 
system.

High Energy Class A+++ / A+++

aVery high energy efficiency class, both in cooling and heating
aVery low energy consumption in all conditions
aWide operation range

Extremely silent

aLess than 20dB(A) in silent mode

Indoor air quality with double filtration system

aThe Plasma Ion Charger filtration system associated with
self-cleaning coil provides a pure and healthy environment
aThe Ionizer System provides pure air by absorbing smoke and

bad odors, this function can be activated anytime by pushing 
the “PURE” button on remote controller

User friendly wireless remote control with weekly timer

aOne-Touch User Comfort parameter pre-set
a8°C button for anti-frost during holiday periods
aComfort Sleep for extra silence mode
a3D airflow control with vertical & horizontal motorized louvers:

pre-set directions or automatic sweeping
aWeekly timer with 4 freely programmable settings per day and

7 different programs per week
aCapacity booster to reach comfort set point very fast
aOutdoor unit noise reduction at night
aFireplace mode with constant fan speed to improve comfort

in all conditions

Top Energy 
Class

Plasma Air 
Purifier Ionizer

Digital DC Twin 
Rotary Inverter

OUTDOOR UNIT RAS- 10PAVPG-E 13PAVPG-E 16PAVPG-E

INDOOR UNIT RAS- 10PKVPG-E 13PKVPG-E 16PKVPG-E
Cooling capacity (min.-nom.-max.) kW 0,80 - 2,50 - 3,50 0,90 - 3,50 - 4,10 0,90 - 4,50 - 5,10

Cooling capacity (min.-nom.-max.) BTU/h 2.730 - 8.530 - 11.943 3.071 - 11.943 - 13.990 3.071 - 15.355 - 17.402

SEER /  Energy efficiency class 10,6 / Α+++ 9,5 / Α+++ 8,5 / Α+++

Heating capacity (min.-nom.-max.) kW 0,70 - 3,20 - 5,80 0,80 - 4,00 - 6,30 0,80 - 4,50 - 6,80

Heating capacity (min.-nom.-max.) BTU/h 2.389 - 10.919 - 17.790 2.730 - 13.649 - 21.496 2.730 - 15.355 - 23.203

SCOP / Energy efficiency class (Warm) 6,2 / Α+++ 6,4 / Α+++ 6,0 / Α+++

SCOP / Energy efficiency class (Average) 5,2 / Α+++ 5,1 / Α+++ 4,6 / Α++

Outdoor unit dimensions (HxWxD) mm 630 x 800 x 300 630 x 800 x 300 630 x 800 x 300

Indoor unit dimensions (HxWxD) mm 293 x 851 x 270 293 x 851 x 270 293 x 851 x 270

Outdoor / Indoor unit weight Kg 38 / 14 38 / 14 38 / 14

Flare connections (gas-liquid) 3/8” - 1/4” 3/8” - 1/4” 1/2” - 1/4”

Maximum pipe length / 
Maximum height difference

m 25 / 10 25 / 10 25 / 10

Location of power supply In / Out In / Out In / Out

Manufacturer / Origin JAPAN / THAILAND

PRICE LIST 
SYSTEM  (Without recycling fees & VAT) € 2.338 2.462 2.977

Outdoor - Indoor unit (Without recycling fees & VAT) € 1.686 - 652 1.757 - 705 2.198 - 779

Recycling Fees (without VAT) € 5,20 5,20 5,20

PROPOSED RETAIL PRICE
(including recycling fees & VAT) € 1.499 1.599 2.049

WiFi 
READY
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HAORI brings stunning 
aesthetics, first-class 
efficiency, silent output 
and leading air quality 
to residential air 
conditioning systems. 
This innovative AC 
unit features a highly 
attractive textile cover 
that is not only available 
in a range of standard and 
optional colors but offers 
infinite customization 
possibilities.

aEnergy Class A+++ in cooling and in heating mode

aTruly elegant design featuring a stylish textile fabric cover.
Fabrics with infinite possibilities. Easy to dress, just peel and 
stick

aDark Gray & Light Gray fabric upholstery is available with the
machine and Bluish Gray, Gray Beige, Dark Brown, Emerald 
Blue as accessories upon request

aPower Select and Eco Modes to reduce energy bills,
Hi-power for rapid cooling or heating

aToshiba Plasma Ionizer catches and neutralizes the
contaminated particles

aUltra Pure Filter offers up to 94% purification of PM2.5.
PM2.5 refers to particulate matters coming from atmospheric 
pollution

aNewly introduced features including energy monitoring
and full voice control thanks to compatibility with Google Home 
assistant and Amazon Alexa smart speakers

User friendly wireless remote control with innovative 
commands:

aLouver swing and HADA Care Flow. Operation:
Comfortable air flow

aQuiet mode (indoor unit). Just press FAN button to adjust
speed and reach

aOn Demand Defrost: In certain extreme conditions, one can
manually defrost at any

aWeekly timer with 4 freely programmable settings per day
and 7 different programs per week

aCapacity booster to reach comfort set point very fast

aIntegrated Wi-Fi to control your air conditioner via the Toshiba
Home AC Control app

Ultra Pure FilterPlasma Ionizer HADA Care Flow

WiFi 
ACTIVATED

OUTDOOR UNIT RAS- 10J2AVSG-E1 13J2AVSG-E1 16J2AVSG-E1

INDOOR UNIT RAS- B10N4KVRG-E B13N4KVRG-E B16N4KVRG-E
Cooling capacity (min.-nom.-max.) kW 0,89 - 2,50 - 3,20 1,00 - 3,50 - 4,10 1,20 - 4,60 - 5,30

Cooling capacity (min.-nom.-max.) BTU/h 3.037 - 8.530 - 10.919 3.412 - 11.943 - 13.990 4.095 - 15.696 - 18.084

SEER /  Energy efficiency class 8,6 / Α+++ 8,7 / Α+++ 7,8 / Α++

Heating capacity (min.-nom.-max.) kW 0,90 - 3,20 - 4,70 1,00 - 4,20 - 5,30 1,10 - 5,50 - 6,30

Heating capacity (min.-nom.-max.) BTU/h 3.071 - 10.919 - 16.037 3.412 - 14.331 - 18.084 3.753 - 18.767 - 21.496

SCOP / Energy efficiency class (Warm) 6,7 / Α+++ 6,3 / Α+++ 6,1 / Α+++

SCOP / Energy efficiency class (Average) 5,1 / Α+++ 5,1 / Α+++ 4,6 / Α++

Outdoor unit dimensions (HxWxD) mm 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290

Indoor unit dimensions (HxWxD) mm 300 x 987 x 210 300 x 987 x 210 300 x 987 x 210

Outdoor / Indoor unit weight Kg 26 / 11 30 / 11 33 / 12

Flare connections (gas-liquid) 3/8” - 1/4” 3/8” - 1/4” 1/2” - 1/4”

Maximum pipe length / 
Maximum height difference

m 20 / 12 20 / 12 20 / 12

Location of power supply In / Out In / Out In / Out

Manufacturer / Origin JAPAN / THAILAND

PRICE LIST 
SYSTEM  (Without recycling fees & VAT) € 1.426 1.646 1.882

Outdoor - Indoor unit (Without recycling fees & VAT) € 750 - 676 890 - 756 1.040 - 842

Recycling Fees (without VAT) € 3,70 4,10 4,50

PROPOSED RETAIL PRICE
(including recycling fees & VAT) € 1.129 1.329 1.439
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EDGE WHITE

Straight lines, matt finish, 
and invisible piping pre-
cuts. This is the EDGE, 
Toshiba’s brand-new air 
conditioner with the most 
stylish and contemporary 
design. Its’ silent function 
ensures that your air 
conditioner doesn’t disturb 
any of your activities. 
In addition, the HADA 
Care Flow mode ensures 
indirect air flow, for better 
air distribution, preventing 
unpleasant air waves or 
skin dryness.

aEnergy Class A+++ in units <3,5kW and Α++ in units
>3,5kW in cooling and A+++ in heating mode in warmer zone

aLow Energy Consumption in all operation types

aStylish Design with straight lines, matt finish and invisible
piping pre-cuts

aUltra-Pure Filter for a clean, healthy, dust-free atmosphere,
without PM2.5 fine particles

aWith HADA Care flow (cooling mode), a set louver position
to generate indirect air flow to user, with better air distribution to 
homogenize room temperature 

aToshiba’s unique Fireplace Mode provides optimum heat 
diffusion from your fireplace or other heat sources, by keeping 
the indoor unit fan blowing continuously at low speed, even 
while the compressor is switched off

User friendly wireless remote control with innovative commands

aThe unit boasts a 3D smart airflow system, with independent
louvers and 6 patterns for unlimited comfort (only sizes 18, 22 
& 24K BTU/h)

aSilent Operation (outdoor unit) with Toshiba’s unique noise
reduction unction of outdoor unit down to 6dB(A) for your 
neighborhood comfort

aQuiet mode (indoor unit)

aWeekly timer allows to set «on and off  times or program
settings every 24 hours. Up to 4 different settings/days and 7 
different programs in a week

a“8°C” heating protects your home and contents from
freezing temperatures

aOn Demand Defrost

aComfort sleep for optimum comfort, set the temperature to rise
by 1°C after 1 hour, then another degree after 2 hours, which will 
be maintained until morning

OUTDOOR UNIT RAS- 10J2AVSG-E1 13J2AVSG-E1 16J2AVSG-E1 18J2AVSG-E 22J2AVSG-E 24J2AVSG-E

INDOOR UNIT RAS- B10G3KVSG-E B13G3KVSG-E B16G3KVSG-E B18G3KVSG-E B22G3KVSG-E B24G3KVSG-E

Cooling capacity (min.-nom.-max.) kW 0,89-2,50-3,20 1,00-3,50-4,10 1,20-4,60-5,30 1,20-5,00-6,00 1,39-6,10-6,70 1,70-7,00-7,70

Cooling capacity (min.-nom.-max.) BTU/h 3.037 - 8.530 - 10.919 3.412-11.943-13.990 4.095-15.696-18.084 4.095-17.061-20.473 4.743 – 20.814-22.861 5.801-23.885-26.273

SEER /  Energy efficiency class 8,6 / Α+++ 8,6 / Α+++ 7,8 / Α++ 7,8 / Α++ 7,3 / Α++ 6,3 / Α++

Heating capacity (min.-nom.-max.) kW 0,90-3,20-4,80 1,00-4,20-5,30 1,10-5,50-6,50 1,10-6,00-6,50 1,15-7,00-7,50 1,70-8,00-8,80

Heating capacity (min.-nom.-max.) BTU/h 3.071 - 10.919 - 16.378 3.412-14.331-18.084 3.753-18.767-22.179 3.753-20.473-22.179 3.924-23.885-25.591 5.801-27.297-30.027

SCOP / Energy efficiency class (Warm) 6,6 / Α+++ 6,8 / Α+++ 5,9 / Α+++ 6,0 / Α+++ 6,0 / Α+++ 5,5 / Α+++

SCOP / Energy efficiency class 
(Average)

5,1 / Α+++ 5,1 / Α+++ 4,6 / Α++ 4,6 / Α++ 4,6 / Α++ 4,1 / Α+

Outdoor unit dimensions (HxWxD) mm 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290 630 x 800 x 300

Indoor unit dimensions (HxWxD) mm 293 x 800 x 226 293 x 800 x 226 293 x 800 x 226 320 x 1.053 x 245 320 x 1.053 x 245 320 x 1.053 x 245

Outdoor / Indoor unit weight Kg 26 / 10 30 / 10 33 / 10 34 / 14 34 / 14 42 / 14

Flare connections (gas-liquid) 3/8” - 1/4” 3/8” - 1/4” 1/2” - 1/4” 1/2” - 1/4” 1/2” - 1/4” 1/2” - 1/4”

Maximum pipe length / 
Maximum height difference

m 20 / 12 20 / 12 20 / 12 20 / 12 20 / 12 25 / 15

Location of power supply In / Out In / Out In / Out In / Out In / Out In / Out

Manufacturer / Origin JAPAN / THAILAND

PRICE LIST 
SYSTEM  (Without recycling fees & VAT) € 1.190 1.394 1.590 1.770 1.970 2.180

Outdoor - Indoor unit (Without recycling fees & VAT) € 750 - 440 890 - 504 1.040 - 550 1.160 - 610 1.330 - 640 1.500 - 680

Recycling Fees (without VAT) € 3,60 4,00 4,30 4,80 4,80 5,60

PROPOSED RETAIL PRICE
(including recycling fees & VAT) € 999 1.099 1.189 1.289 1.399 1.599

Eco ModeMagic Coil Ultra Pure Filters

O2

WiFi 
ACTIVATED
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EDGE BLACK

Straight lines, matt finish, 
and invisible piping pre-
cuts. This is the EDGE, 
Toshiba’s brand-new air 
conditioner with the most 
stylish and contemporary 
design. Its’ silent function 
ensures that your air 
conditioner doesn’t disturb 
any of your activities. 
In addition, the HADA 
Care Flow mode ensures 
indirect air flow, for better 
air distribution, preventing 
unpleasant air waves or 
skin dryness.

aEnergy Class A+++ in units <3,5kW and Α++ in units
>3,5kW in cooling and A+++ in heating mode in warmer zone

aLow Energy Consumption in all operation types

aStylish Design with straight lines, matt finish and invisible
piping pre-cuts

aUltra-Pure Filter for a clean, healthy, dust-free atmosphere,
without PM2.5 fine particles

aWith HADA Care flow (cooling mode), a set louver position
to generate indirect air flow to user, with better air distribution to 
homogenize room temperature 

aToshiba’s unique Fireplace Mode provides optimum heat 
diffusion from your fireplace or other heat sources, by keeping 
the indoor unit fan blowing continuously at low speed, even 
while the compressor is switched off

User friendly wireless remote control with innovative commands

aThe unit boasts a 3D smart airflow system, with independent
louvers and 6 patterns for unlimited comfort (only sizes 18, 22 
& 24K BTU/h)

aSilent Operation (outdoor unit) with Toshiba’s unique noise
reduction unction of outdoor unit down to 6dB(A) for your 
neighborhood comfort

aQuiet mode (indoor unit)

aWeekly timer allows to set «on and off  times or program
settings every 24 hours. Up to 4 different settings/days and 7 
different programs in a week

a“8°C” heating protects your home and contents from
freezing temperatures

aOn Demand Defrost

aComfort sleep for optimum comfort, set the temperature to rise
by 1°C after 1 hour, then another degree after 2 hours, which will 
be maintained until morning

OUTDOOR UNIT RAS- 10J2AVSG-E1 13J2AVSG-E1 16J2AVSG-E1 18J2AVSG-E 22J2AVSG-E 24J2AVSG-E

INDOOR UNIT RAS- B10G3KVSGB-E B13G3KVSGB-E B16G3KVSGB-E B18G3KVSGB-E B22G3KVSGB-E B24G3KVSGB-E

Cooling capacity (min.-nom.-max.) kW 0,89-2,50-3,20 1,00-3,50-4,10 1,20-4,60-5,30 1,20-5,00-6,00 1,39-6,10-6,70 1,70-7,00-7,70

Cooling capacity (min.-nom.-max.) BTU/h 3.037 - 8.530 - 10.919 3.412-11.943-13.990 4.095-15.696-18.084 4.095-17.061-20.473 4.743 – 20.814-22.861 5.801-23.885-26.273

SEER /  Energy efficiency class 8,6 / Α+++ 8,6 / Α+++ 7,8 / Α++ 7,8 / Α++ 7,3 / Α++ 6,3 / Α++

Heating capacity (min.-nom.-max.) kW 0,90-3,20-4,80 1,00-4,20-5,30 1,10-5,50-6,50 1,10-6,00-6,50 1,15-7,00-7,50 1,70-8,00-8,80

Heating capacity (min.-nom.-max.) BTU/h 3.071 - 10.919 - 16.378 3.412-14.331-18.084 3.753-18.767-22.179 3.753-20.473-22.179 3.924-23.885-25.591 5.801-27.297-30.027

SCOP / Energy efficiency class 
(Warm)

6,6 / Α+++ 6,8 / Α+++ 5,9 / Α+++ 6,0 / Α+++ 6,0 / Α+++ 5,5 / Α+++

SCOP / Energy efficiency class 
(Average)

5,1 / Α+++ 5,1 / Α+++ 4,6 / Α++ 4,6 / Α++ 4,6 / Α++ 4,1 / Α+

Outdoor unit dimensions (HxWxD) mm 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290 630 x 800 x 300

Indoor unit dimensions (HxWxD) mm 293 x 800 x 226 293 x 800 x 226 293 x 800 x 226 320 x 1.053 x 245 320 x 1.053 x 245 320 x 1.053 x 245

Outdoor / Indoor unit weight Kg 26 / 10 30 / 10 33 / 10 34 / 14 34 / 14 42 / 14

Flare connections (gas-liquid) 3/8” - 1/4” 3/8” - 1/4” 1/2” - 1/4” 1/2” - 1/4” 1/2” - 1/4” 1/2” - 1/4”

Maximum pipe length / 
Maximum height difference

m 20 / 12 20 / 12 20 / 12 20 / 12 20 / 12 25 / 15

Location of power supply In / Out In / Out In / Out In / Out In / Out In / Out

Manufacturer / Origin JAPAN / THAILAND

PRICE LIST 
SYSTEM  (Without recycling fees & VAT) € 1.240 1.450 1.660 1.840 2.050 2.270

Outdoor - Indoor unit (Without recycling fees & VAT) € 750 - 490 890 - 560 1.040 - 620 1.160 - 680 1.330 - 720 1.500 - 770

Recycling Fees (without VAT) € 3,60 4,00 4,30 4,80 4,80 5,60

PROPOSED RETAIL PRICE
(including recycling fees & VAT) € 1.049 1.149 1.249 1.359 1.469 1.699

Eco ModeMagic Coil Ultra Pure Filters

O2

WiFi 
ACTIVATED



EDGE

Straight lines, matt finish, 
and invisible piping pre-
cuts. This is the EDGE, 
Toshiba’s brand-new air 
conditioner with the most 
stylish and contemporary 
design. Its’ silent function 
ensures that your air 
conditioner doesn’t disturb 
any of your activities. 
In addition, the HADA 
Care Flow mode ensures 
indirect air flow, for better 
air distribution, preventing 
unpleasant air waves or 
skin dryness.

aEnergy Class A+++ in units <3,5kW and Α++ in units
>3,5kW in cooling and A+++ in heating mode in warmer zone

aLow Energy Consumption in all operation types

aStylish Design with straight lines, matt finish and invisible
piping pre-cuts

aUltra-Pure Filter for a clean, healthy, dust-free atmosphere,
without PM2.5 fine particles

aWith HADA Care flow (cooling mode), a set louver position
to generate indirect air flow to user, with better air distribution to 
homogenize room temperature 

aToshiba’s unique Fireplace Mode provides optimum heat 
diffusion from your fireplace or other heat sources, by keeping 
the indoor unit fan blowing continuously at low speed, even 
while the compressor is switched off

User friendly wireless remote control with innovative commands

aThe unit boasts a 3D smart airflow system, with independent
louvers and 6 patterns for unlimited comfort (only sizes 18, 22 
& 24K BTU/h)

aSilent Operation (outdoor unit) with Toshiba’s unique noise
reduction unction of outdoor unit down to 6dB(A) for your 
neighborhood comfort

aQuiet mode (indoor unit)

aWeekly timer allows to set «on and off  times or program
settings every 24 hours. Up to 4 different settings/days and 7 
different programs in a week

a“8°C” heating protects your home and contents from
freezing temperatures

aOn Demand Defrost

aComfort sleep for optimum comfort, set the temperature to rise
by 1°C after 1 hour, then another degree after 2 hours, which will 
be maintained until morning

OUTDOOR UNIT RAS- 10J2AVSG-E1 13J2AVSG-E1 16J2AVSG-E1 18J2AVSG-E 22J2AVSG-E 24J2AVSG-E

INDOOR UNIT RAS- B10J2KVSG-E B13J2KVSG-E B16J2KVSG-E 18J2KVSG-E B22J2KVSG-E B24J2KVSG-E

Cooling capacity (min.-nom.-max.) kW 0,89-2,50-3,20 1,00-3,50-4,10 1,20-4,60-5,30 1,20-5,00-6,00 1,39-6,10-6,70 1,70-7,00-7,70

Cooling capacity (min.-nom.-max.) BTU/h 3.037 - 8.530 - 10.919 3.412-11.943-13.990 4.095-15.696-18.084 4.095-17.061-20.473 4.743 – 20.814-22.861 5.801-23.885-26.273

SEER /  Energy efficiency class 8,6 / Α+++ 8,6 / Α+++ 7,8 / Α++ 7,8 / Α++ 7,3 / Α++ 6,3 / Α++

Heating capacity (min.-nom.-max.) kW 0,90-3,20-4,80 1,00-4,20-5,30 1,10-5,50-6,50 1,10-6,00-6,50 1,15-7,00-7,50 1,70-8,00-8,80

Heating capacity (min.-nom.-max.) BTU/h 3.071 - 10.919 - 16.378 3.412-14.331-18.084 3.753-18.767-22.179 3.753-20.473-22.179 3.924-23.885-25.591 5.801-27.297-30.027

SCOP / Energy efficiency class 
(Warm)

6,6 / Α+++ 6,8 / Α+++ 5,9 / Α+++ 6,0 / Α+++ 6,0 / Α+++ 5,5 / Α+++

SCOP / Energy efficiency class 
(Average)

5,1 / Α+++ 5,1 / Α+++ 4,6 / Α++ 4,6 / Α++ 4,6 / Α++ 4,1 / Α+

Outdoor unit dimensions (HxWxD) mm 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290 630 x 800 x 300

Indoor unit dimensions (HxWxD) mm 293 x 800 x 226 293 x 800 x 226 293 x 800 x 226 320 x 1.053 x 245 320 x 1.053 x 245 320 x 1.053 x 245

Outdoor / Indoor unit weight Kg 26 / 10 30 / 10 33 / 10 34 / 14 34 / 14 42 / 14

Flare connections (gas-liquid) 3/8” - 1/4” 3/8” - 1/4” 1/2” - 1/4” 1/2” - 1/4” 1/2” - 1/4” 1/2” - 1/4”

Maximum pipe length / 
Maximum height difference

m 20 / 12 20 / 12 20 / 12 20 / 12 20 / 12 25 / 15

Location of power supply In / Out In / Out In / Out In / Out In / Out In / Out

Manufacturer / Origin JAPAN / THAILAND

PRICE LIST 
SYSTEM  (Without recycling fees & VAT) € 1.160 1.350 1.540 1.720 1.900 2.120

Outdoor - Indoor unit (Without recycling fees & VAT) € 750 - 410 890 - 460 1.040 - 500 1.160 - 560 1.330 - 570 1.500 - 620

Recycling Fees (without VAT) € 3,60 4,00 4,30 4,80 4,80 5,60

PROPOSED RETAIL PRICE
(including recycling fees & VAT) € 979 1.079 1.149 1.249 1.349 1.499

Eco ModeMagic Coil Ultra Pure Filters

O2

WiFi 
READY

*Limited availability
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OUTDOOR UNIT RAS- 07E2AVG-E 10E2AVG-E 13E2AVG-E 16E2AVG-E 18E2AVG-E 24E2AVG-E

INDOOR UNIT RAS- B07E2KVG-E B10E2KVG-E B13E2KVG-E B16E2KVG-E 18E2KVG-E 24E2KVG-E

Cooling range (min.-nom.-max.) kW 0,76-2,00-2,60 0,80 - 2,50 - 3,00 1,20 - 3,30 - 3,60 1,40 - 4,20 - 4,70 1,45 - 5,00 - 5,50 1,70 - 6,50 - 7,20

Cooling range (min.-nom.-max.) BTU/h 2.593-6.824-8.872 2.730 - 8.530 - 10.236 4.095-11.260-12.284 4.777-14.331-16.037 4.948-17.061-18.767 5,801-22.179-24.567

SEER / Energy efficiency class 6.9 / A++ 7.0 / A++ 7.0 / A++ 7.0 / A++ 7.0 / A++ 6.9 / A++

Heating range (min.-nom.-max.) kW 0,82 - 2,50 -  3,30 0,95 - 3,20 -  3,90 0,97 - 3,60 - 4,50 1,30 - 5,00 - 6,00 1,35 - 5,40 - 6,00 1,50 - 7,00 - 8,10

Heating range (min.-nom.-max.) BTU/h 2.798 - 8.530 - 11.260 3.242 - 10.919 - 13.307 3.310-12.284-15.355 4.436-17.061-20.473 4.606-18.426-20.473 5.118-23.885-27.638

SCOP  / Energy efficiency class (Warm) 5.34 / A+++ 5.38 / A+++ 5.40 / A+++ 5.57 / A+++ 5.62 / A+++ 5.35 / A+++

SCOP  / Energy efficiency class (Average) 4.60 / A++ 4.6 / A++ 4.6 / A++ 4.6 / A++ 4.4 / A+ 4.3 / A+

Outdoor unit Dimensions (HxWxD) mm 530 x 660 x 240 530 x 660 x 240 530 x 660 x 240 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290

Indoor unit Dimensions (HxWxD) mm 288 x 770 x 225 288 x 770 x 225 288 x 770 x 225 293 x 798 x 230 293 x 798 x 230 320 x 1050 x 250

Outdoor / Indoor unit weight kgr 21 / 9 22 / 9 22 / 9 30 / 9 34 / 9 38 / 15

Flare connections (gas-liquid) 3/8” - 1/4” 3/8” - 1/4” 3/8” - 1/4” 1/2” - 1/4” 1/2” - 1/4” 1/2” - 1/4”

Maximum pipe length / 
Maximum height difference

m 15 / 12 15 / 12 15 / 12 20 / 12 20 / 12 20 / 12

Location of power supply In / Out In / Out In / Out In / Out In / Out In / Out 

Manufacturer / Origin JAPAN / THAILAND

YUKAI

YUKAI is a silent solution that uses the 
new Toshiba Inverter and compressor 
technologies with R32 to offer A++ 
cooling and heating performances, 
leading to true energy savings and  
year-round comfort.

aUltra-Fresh filter captures up to 85% of PM2.5
creating healthy living spaces at home
PM2.5 refers to particulate matters coming from 
atmospheric pollution that have a diameter of less 
than 2.5 micrometers
aUltra-quiet system down to 19dB(A)
aSilent CDU #1 & #2, Toshiba’s unique noise

reduction function of outdoor unit for your 
neighbourhood comfort

aFix & Swing, Select your otpimum airflow fro
a range of Fixed and Swing louver positions
a8°C, Protect your home and contents from

freezing temperatures while you are away
aSilent operation down to 42dB(A)
aWi Fi Ready
aHigh Power Extra airflow to rapidly reach your

desired temperature setting

8°C Heating 
Mode

Ultra Fresh Filter Low Noise Level

WiFi 
READY

PRICE LIST 
SYSTEM  (Without recycling fees & VAT) € 840 920 1.082 1.370 1.596 1.916
Outdoor - Indoor unit 
(Without recycling fees & VAT)

€ 566 - 274 620 - 300 750 - 332 990 - 380 1.174 - 422 1.401 - 515

Recycling Fees (without VAT) € 3.0 3.10 3.10 3,90 4,30 5,30

PROPOSED RETAIL PRICE
(including recycling fees & VAT) € 649 699 799 1.069 1.249 1.399

8°C
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Bi-FLOW

This innovative, compact 
unit is specially designed for 
floor installation and very low 
wall-mounted applications, 
ideal for installation under 
windows or in spaces with 
very low ceilings. With a bi-
flow air diffuser, the user can 
choose their preferred air flow 
outlet at the top or bottom 
of the unit. In addition, the 
unique floor heating feature 
allows the unit to deliver 
strong air-conditioned air flow 
to the floor level.

aHigh Energy Class A++ in cooling and A+++ in heating
mode in the warmer zone

aLow Energy Consumption in all operation types
aIdeal for Floor Installation under windows or in

spaces with very low ceilings (i.e. attic)
aChild Lock
aSilent CDU is Toshiba’s unique noise reduction function

of outdoor unit for neighborhood comfort
aUnique Floor Heating Function that allows the unit to

deliver a powerful flow at floor level for a uniform and 
comfortable room heating
aToshiba’s Unique Fireplace Mode provides optimum heat

diffusion from your fireplace or other heat sources, by keeping 
the indoor unit fan blowing continuously at low speed, even 
while the compressor is switched off

User friendly wireless remote control with innovative 
commands:

aWeekly timer
aBrightness level control of the display unit to reduce

the LED light glow
aAutomatic restart function in case of unexpected electricity

supply line power cuts
a“8°C” heating protects your home and contents from freezing

temperatures while you are away, making it the perfect 
choice in winter
aOn Demand Defrost for manual defrost at any time

in extreme conditions
aSilent CDU is Toshiba’s unique noise reduction function

of outdoor unit for neighborhood comfort 

Magic Coil

O2

Compact Design Smart User 
Interface

WiFi 
READY

OUTDOOR UNIT RAS- 10J2AVSG-E1 13J2AVSG-E1 18J2AVSG-E

INDOOR UNIT RAS- B10J2FVG-E B13J2FVG-E B18J2FVG-E

Cooling capacity (min.-nom.-max.) kW 0,95 - 2,50 - 3,20 1,05 - 3,50 - 4,10 1,20 - 5,00 - 5,60

Cooling capacity (min.-nom.-max.) BTU/h 3.242 - 8.530 - 10.919 3.583 - 11.943 - 13.990 4.095 - 17.061 - 19.108

SEER /  Energy efficiency class 7,2 / Α++ 7,0 / Α++ 6,8 / Α++

Heating capacity (min.-nom.-max.) kW 0,85 - 3,20 - 4,40 1,00 - 4,20 - 5,00 1,30 - 6,00 - 6,30

Heating capacity (min.-nom.-max.) BTU/h 2.900 - 10.919 - 15.013 3.412 - 14.331 - 17.061 4.436 - 20.473 - 21.496

SCOP / Energy efficiency class (Warm) 6,2 / Α+++ 6,5 / Α+++ 6,3 / Α+++

SCOP / Energy efficiency class (Average) 4,7 / Α++ 4,7 / Α++ 4,6 / Α++

Outdoor unit dimensions (HxWxD) mm 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290

Indoor unit dimensions (HxWxD) mm 600 x 700 x 220 600 x 700 x 220 600 x 700 x 220

Outdoor / Indoor unit weight Kg 26 / 16 30 / 16 34 / 16

Flare connections (gas-liquid) 3/8” - 1/4” 3/8” - 1/4” 1/2” - 1/4”

Maximum pipe length / 
Maximum height difference

m 20 / 12 20 / 12 20 / 12

Location of power supply  Out  Out  Out

Manufacturer / Origin JAPAN / THAILAND

PRICE LIST 
SYSTEM  (Without recycling fees & VAT) € 1.680 1.890 2.430

Outdoor - Indoor unit 
(Without recycling fees & VAT)

€ 750 - 930 890 - 1.000 1.160 – 1.270

Recycling Fees (without VAT) € 4,20 4,60 5,00

PROPOSED RETAIL PRICE
(including recycling fees & VAT) € 1.512 1.701 2.187
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OUTDOOR UNIT RAS- 2M14U2AVG-E* 2M18U2AVG-E* 3M18U2AVG-E* 3M26U2AVG-E* 4M27U2AVG-E* 5M34U2AVG-E*

Cooling capacity (min.-nom.-
max.)

kW 1,60-4,00-4,90 1,70-5,20-6,20 2,40-5,20-6,50 4,10-7,50-9,00 4,20-8,00-9,30 3,70-10,00-11,00

Cooling capacity (min.-nom.-
max.)

BTU/h 5.459-13.649-16.719 5.801-17.743-21.155 8.189-17.743-22.179 13.990-25.591-30.709
14.331-27.297-

31.733
12.625-34.120-37.534

SEER /  Energy efficiency class 6,73 / Α++ 6,90 / Α++ 6,8 / Α++ 6,19 / Α++ 6,11 / Α++ 6,31 / Α++

Heating capacity (min.-nom.-
max.)

kW 1,30-4,40-5,20 1,30-5,60-7,50 1,90-6,80-8,00 2,00-9,00-11,20 2,90-9,00-11,70 2,70-12,00-14,00

Heating capacity (min.-nom.-
max.)

BTU/h 4.436-15.013-17.743 4.436-19.108-25.591 6.483-23.203-27.297 6.824-30.709-38.216 9.895-30.709-39.922 9.213-40.946-47.770

SCOP / Energy efficiency class 
(Average)

4,6 / Α++ 4,6 / Α++ 4,6 / Α++ 4,44 / Α++ 4,26 / Α++ 4,08 / Α+

Outdoor unit dimensions (HxWxD) mm 630 x 800 x 300 630 x 800 x 300 630 x 800 x 300 890 x 900 x 320 890 x 900 x 320 890 x 900 x 320

Outdoor unit weight Kg 43 45 46 72 72 78

Flare connections (gas-liquid) 3/8”x2 - 1/4”x2 3/8”x2 - 1/4”x2 3/8”x2+1/2”x1 - 
1/4”x3

3/8”x1+1/2”x2 - 
1/4”x3

3/8”x2+1/2”x2 - 
1/4”x4

3/8”x3+1/2”x2 - 
1/4”x5

Maximum pipe length (unit/total) / 
Maximum height difference

m 20 - 30 / 10 20 - 30 / 10 25 - 50 / 10 25 - 70 / 15 25 - 70 / 15 25 - 80 / 15

Location of power supply  Out Out Out  Out Out Out

Manufacturer / Origin JAPAN / THAILAND

PRICE LIST 
(Without recycling fees & VAT) € 1.370 1.520 2.150 2.400 2.960 3.512

Recycling Fees (without VAT) € 4,30 4,50 4,60 7,20 7,20 7,80

PROPOSED RETAIL PRICE
(including recycling fees & VAT) € 1.233 1.368 1.935 2.160 2.664 3.161

MULTI SYSTEMS
For residencies with up to 5 rooms, 
small offices, stores, small hotels

Nothing must stop your need for more 
or better comfort in your house, or 
your professional space. That is why at 
Toshiba we never stop finding solutions 
and creating products to ensure 
groundbreaking and effective suggestions 
for you. Toshiba multi split systems are an 
environmentally friendly solution and at the 
same time they offer the comfort and the 
flexibility that every house and professional 
space deserves to have. Combining an 
outdoor unit with up to five different 
indoor type systems, you have the perfect 
combination of elegance and technology.

Indoor units, combined with the outdoor, are 
available in different types, depending on the rooms 
they need to serve. 

aToshiba high wall units offer the comfort you
desire. According to your needs and emands, you 
can choose among the top air conditioning units of 
Toshiba: Daiseikai 9, Haori, Edge and Yukai. Minimal 
design with modern aesthetics. Top indoor air 
quality & Low noise level.
aConsole Bi Flow Units: No matter how big or

small your room may be, floor units are a unique 
and, more importantly, flexible solution for perfect 
heating and cooling. Toshiba advanced filters 
for healthy indoor air quality. Bi-Flow air diffuser 
system, allowing the user to choose the preferred 
air flow outlet at the top or the bottom of the unit 
(heating mode) & Advanced self-cleaning of the 
indoor unit.

aDucted units: If comfort is your main priority, ducted
units will exceed every expectation you may have, 
with their flexibility and high standard requirements. 
Freedom of choice between multiple sizes, with 
new big capacity offered by sizes 22Κ and 24Κ 
BTU/h. Small scale elegant design with only a 
210mm height requirement, ideal for every home 
structure.
aCompact Cassettes: For any of you seeking a

suspended ceiling solution but have restricted 
space, cassette type system units are perfect for 
your needs on advanced air control and discreet 
design. The unit measures 620x620mm with a 
thin frame of 650mm height, customized to fit 
low suspended ceilings. With a panel of only 
10mm in depth and an elegant design that blends 
seamlessly into any surroundings. Louvers that 
close completely when the IDU is off, for maximum 
discretion.

Cost EffectiveSilent Operation Flexibility

O2

WiFi 
READY

*Limited availability
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OUTDOOR UNIT RAS- 2M14G3AVG-E 2M18G3AVG-E 3M18G3AVG-E

Cooling capacity (min.-nom.-max.) kW 1,50-4,00-4,90 1,60-5,20-6,50 2,00-5,20-7,50

Cooling capacity (min.-nom.-max.) BTU/h 5.118-13.649-16.719 5.459-17.743-22.179 6.824-17.743-25.591

SEER /  Energy efficiency class 8,70 / Α+++ 8,70 / Α+++ 8,60 / Α+++

Heating capacity (min.-nom.-max.) kW 1,00-4,40-5,20 1,30-5,60-8,20 1,90-6,80-8,30

Heating capacity (min.-nom.-max.) BTU/h 3.412-15.013-17.743 4.436-19.108-27.980 6.483-23.203-28.321

SCOP / Energy efficiency class 
(Average)

4,80 / Α++ 4,80 / Α++ 4,80 / Α++

Outdoor unit dimensions (HxWxD) mm 550 x 780 x 290 630 x 800 x 300 630 x 800 x 300

Outdoor unit weight Kg 35 43 44

Flare connections (gas-liquid) 3/8”x2 - 1/4”x2 3/8”x2 - 1/4”x2 3/8”x2+1/2”x1 - 1/4”x3

Maximum pipe length (unit/total) / 
Maximum height difference

m 20 - 30 / 10 20 - 30 / 10 25 - 50 / 10

Location of power supply Out Out Out

Manufacturer / Origin JAPAN / THAILAND

PRICE LIST 
(Without recycling fees & VAT) € 1.370 1.520 2.150

Recycling Fees (without VAT) € 3,50 4,30 4,40

PROPOSED RETAIL PRICE
(including recycling fees & VAT) € 1.233 1.368 1.935

MULTI SYSTEMS

O2

WiFi 
READY

OUTDOOR UNIT RAS RAS-3M26G3AVG-E RAS-4M27G3AVG-E RAS-5M34G3AVG-E

Cooling capacity (min.-nom.-max.) kW 2.00-7.00-9.00 2.00-8.00-10.00 2.50-10.00-11.50

Cooling capacity (min.-nom.-max.) BTU/h 6.824-23.885-30.709 6.824-27.297-34.121 8.530-34.121-39.240

SEER /  Energy efficiency class 8.50 / A+++ 8.30 / A++ 7.20 / A++

Heating capacity (min.-nom.-max.) kW 2.00-8.70-11.50 2.00-9.00-12.00 2.20-12.00-14.50

Heating capacity (min.-nom.-max.) BTU/h 6.824-29.686-39.240 6.824-30.709-40.946 7.507-40.946-49.476

SCOP / Energy efficiency class 
(Average)

4.60 / A++ 4.50 / A+ 4.30 / A+

Outdoor unit dimensions (HxWxD) mm 890 x 900 x 320 890 x 900 x 320 890 x 900 x 320

Outdoor unit weight Kg 72 72 78

Flare connections (gas-liquid) 3/8”x1+1/2”x2 - 1/4”x3 3/8”x2+1/2”x2 - 1/4”x4 3/8”x3+1/2”x2 - 1/4”x5

Maximum pipe length (unit/total) / 
Maximum height difference

m 25 - 70 / 15 25 - 70 / 15 25 - 80 / 15

Location of power supply Out Out Out

Manufacturer / Origin JAPAN / THAILAND

PRICE LIST 
(Without recycling fees & VAT) € 2.400 2.960 3.512

Recycling Fees (without VAT) € 7,20 7,20 7,80

ΠΡΟΤΕΙΝΟΜΕΝΗ ΤΙΜΗ ΛΙΑΝΙΚΗΣ 
(including recycling fees & VAT) € 2.160 2.664 3.161
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MULTI SYSTEMS 
Combinations & Technical Specifications - Indoor Units

INDOOR UNIT CODE PR
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HiWall / DAISEIKAI 9

RAS-M10PKVPG-E 652 1,40 587 a a a a a a

RAS-M13PKVPG-E 705 1,40 635 a a a a a a

RAS-M16PKVPG-E 779 1,40 701 a a a a a

HiWall / HAORI

RAS-B10N4KVRG-E 676 1,10 608 a a a a a a

RAS-B13N4KVRG-E 756 1,10 680 a a a a a a

RAS-B16N4KVRG-E 842 1,20 758 a a a a a

HiWall / EDGE - WHITE
RAS-B10G3KVSG-E 440 1,00 396 a a a a a a

RAS-B13G3KVSG-E 504 1,00 454 a a a a a a

RAS-B16G3KVSG-E 550 1,00 495 a a a a a

RAS-B18G3KVSG-E 610 1,40 549 a a a

RAS-B22G3KVSG-E 640 1,40 576 a a a

RAS-B24G3KVSG-E 680 1,40 612 a a a

HiWall / EDGE -  BLACK
RAS-B10G3KVSGB-E 490 1,00 441 a a a a a a

RAS-B13G3KVSGB-E 560 1,00 504 a a a a a a

RAS-B16G3KVSGB-E 620 1,00 558 a a a a a

RAS-B18G3KVSGB-E 680 1,40 612 a a a

RAS-B22G3KVSGB-E 720 1,40 648 a a a

RAS-B24G3KVSGB-E 770 1,40 693 a a a

HiWall/ YUKAI
RAS-B07E2KVG-E 274 0.90 247 a a a a a a

RAS-B10E2KVG-E 300 0.90 270 a a a a a a

RAS-B13E2KVG-E 332 0.90 299 a a a a a a

RAS-B16E2KVG-E 380 0.90 342 a a a a a

Bi FLOW

RAS-B10J2FVG-E 930 1,60 837 a a a a a a

RAS-B13J2FVG-E 1.000 1,60 900 a a a a a a

RAS-B18J2FVG-E 1.270 1,60 1.143 a a a

DUCTED
RAS-M10U2DVG-E 1.160 1,60 1.044 a a a a a a

RAS-M13U2DVG-E 1.190 1,60 1.071 a a a a a a

RAS-M16U2DVG-E 1.260 1,90 1.134 a a a a a

RAS-M22U2DVG-E 1.430 2,20 1.287 a a a

RAS-M24U2DVG-E 1.510 2,20 1.359 a a a

ASSETTE 

RAS-M10U2MUVG-E 1.460 
(1.040+240+180) 1,77 1.314 a a a a a a

RAS-M13U2MUVG-E 1.580 
(1.160+240+180) 1,77 1.322 a a a a a a

RAS-M16U2MUVG-E 1.690 
(1.270+240+180) 1,77 1.521 a a a a a
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WIRE SIZE 
(mm2)

FUSE 
(A)

HiWall / DAISEIKAI 9

RAS-10PAVPG-E RAS-10PKVPG-E Twin Rotary In / Out 3 x 1,5 10Α 4 x 1,5 1,00 2 15 20

RAS-13PAVPG-E RAS-13PKVPG-E Twin Rotary In / Out 3 x 1,5 10Α 4 x 1,5 1,00 2 15 20

RAS-16PAVPG-E RAS-16PKVPG-E Twin Rotary In / Out 3 x 2,5 16Α 4 x 1,5 1,00 2 15 20

HiWall / HAORI

RAS-10J2AVSG-E1 RAS-B10N4KVRG-E Rotary In / Out 3 x 1,5 10Α 4 x 1,5 0,55 2 15 20

RAS-13J2AVSG-E1 RAS-B13N4KVRG-E Rotary In / Out 3 x 1,5 10Α 4 x 1,5 0,80 2 15 20

RAS-16J2AVSG-E1 RAS-B16N4KVRG-E Rotary In / Out 3 x 2,5 16Α 4 x 2,5 0,80 2 15 20

HiWall / EDGE

RAS-10J2AVSG-E1 RAS-B10J2KVSG-E Rotary In / Out 3 x 1,5 10 A 4 x 1,5 0,55 2 15 20

RAS-13J2AVSG-E1 RAS-B13J2KVSG-E Rotary In / Out 3 x 1,5 10 A 4 x 1,5 0,80 2 15 20

RAS-16J2AVSG-E1 RAS-B16J2KVSG-E Rotary In / Out 3 x 2,5 16 A 4 x 2,5 0,80 2 15 20

RAS-18J2AVSG-E RAS-18J2KVSG-E Twin Rotary In / Out 3 x 2,5 16 A 4 x 2,5 1,10 2 15 20

RAS-22J2AVSG-E RAS-B22J2KVSG-E Twin Rotary In / Out 3 x 2,5 16 A 4 x 2,5 1,10 2 15 20

RAS-24J2AVSG-E RAS-B24J2KVSG-E Twin Rotary In / Out 3 x 2,5 16 A 4 x 2,5 1,14 2 15 20

HiWall / YUKAI

RAS-10E2AVG-E RAS-B10E2KVG-E Rotary In / Out 3 x 1,5 10 A 4 x 1,5 0,49 2 15 20

RAS-13E2AVG-E RAS-B13E2KVG-E Rotary In / Out 3 x 1,5 10 A 4 x 1,5 0,54 2 15 20

RAS-16E2AVG-E RAS-B16E2KVG-E Rotary In / Out 3 x 2,5 16 A 4 x 1,5 0,68 2 15 20

RAS-18E2AVG-E RAS-18E2KVG-E Rotary In / Out 3 x 2,5 16 A 4 x 1,5 0,93 2 15 20

RAS-24E2AVG-E RAS-24E2KVG-E Twin Rotary In / Out 3 x 2,5 16 A 4 x 1,5 1,18 2 15 20

HiWall / SEIYA

RAS-10J2AVG-E RAS-B10J2KVG-E  Rotary In / Out 3 x 1,5 10 A 4 x 1,5 0,43 2 15 -

RAS-13J2AVG-E  RAS-B13J2KVG-E Rotary In / Out 3 x 1,5 10 A 4 x 1,5 0,46 2 15 -

RAS-16J2AVG-E RAS-B16J2KVG-E Rotary In / Out 3 x 2,5 16 A 4 x 1,5 0,62 2 15 20

RAS-18J2AVG-E RAS-18J2KVG-E  Rotary In / Out 3 x 2,5 16 A 4 x 1,5 0,88 2 15 20

RAS-24J2AVG-E RAS-24J2KVG-E Twin Rotary In / Out 3 x 2,5 16 A 4 x 1,5 1,08 2 15 20

Bi FLOW

RAS-10J2AVSG-E1 RAS-B10J2FVG-E Rotary Out 3 x 1,5 10 A 4 x 1,5 0,55 2 15 20

RAS-13J2AVSG-E1 RAS-B13J2FVG-E Rotary Out 3 x 1,5 10 A 4 x 1,5 0,80 2 15 20

RAS-18J2AVSG-E RAS-B18J2FVG-E Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 1,10 2 15 20

MULTI Outdoor units
RAS-2M14U2AVG-E Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 1,02 2/unit 30 20

RAS-2M18U2AVG-E Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 1,02 2/unit 30 20

RAS-3M18U2AVG-E Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 1,05 2/unit 50 20

RAS-3M26U2AVG-E Twin Rotary Out 3 x 4 20 A 4 x 1,5 1,92 2/unit 40 20

RAS-4M27U2AVG-E Twin Rotary Out 3 x 4 20 A 4 x 1,5 1,92 2/unit 40 20

RAS-5M34U2AVG-E Twin Rotary Out 3 x 4 20 A 4 x 1,5 2,39 2/unit 40 20

All wiring must comply with local and national electrical codes, regulations and must be installed by a licensed electrician.

RESIDENTIAL & MULTI SYSTEMS 
Technical Specifications
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WIRE SIZE 
(mm2)

FUSE 
(A)

HiWall / DAISEIKAI 9

RAS-10PAVPG-E RAS-10PKVPG-E Twin Rotary In / Out 3 x 1,5 10Α 4 x 1,5 1,00 2 15 20

RAS-13PAVPG-E RAS-13PKVPG-E Twin Rotary In / Out 3 x 1,5 10Α 4 x 1,5 1,00 2 15 20

RAS-16PAVPG-E RAS-16PKVPG-E Twin Rotary In / Out 3 x 2,5 16Α 4 x 1,5 1,00 2 15 20

HiWall / HAORI

RAS-10J2AVSG-E1 RAS-B10N4KVRG-E Rotary In / Out 3 x 1,5 10Α 4 x 1,5 0,55 2 15 20

RAS-13J2AVSG-E1 RAS-B13N4KVRG-E Rotary In / Out 3 x 1,5 10Α 4 x 1,5 0,80 2 15 20

RAS-16J2AVSG-E1 RAS-B16N4KVRG-E Rotary In / Out 3 x 2,5 16Α 4 x 2,5 0,80 2 15 20

HiWall / EDGE WHITE

RAS-10J2AVSG-E1 RAS-B10G3KVSG-E Rotary In / Out 3 x 1,5 10 A 4 x 1,5 0,55 2 15 20

RAS-13J2AVSG-E1 RAS-B13G3KVSG-E Rotary In / Out 3 x 1,5 10 A 4 x 1,5 0,80 2 15 20

RAS-16J2AVSG-E1 RAS-B16G3KVSG-E Rotary In / Out 3 x 2,5 16 A 4 x 2,5 0,80 2 15 20

RAS-18J2AVSG-E1 RAS-B18G3KVSG-E Twin Rotary In / Out 3 x 2,5 16 A 4 x 2,5 1,10 2 15 20

RAS-22J2AVSG-E1 RAS-B22G3KVSG-E Twin Rotary In / Out 3 x 2,5 16 A 4 x 2,5 1,10 2 15 20

RAS-24J2AVSG-E1 RAS-B24G3KVSG-E Twin Rotary In / Out 3 x 2,5 16 A 4 x 2,5 1,14 2 15 20

HiWall / EDGE BLACK

RAS-10J2AVSG-E1 RAS-B10G3KVSGB-E Rotary In / Out 3 x 1,5 10 A 4 x 1,5 0,55 2 15 20

RAS-13J2AVSG-E1 RAS-B13G3KVSGB-E Rotary In / Out 3 x 1,5 10 A 4 x 1,5 0,80 2 15 20

RAS-16J2AVSG-E1 RAS-B16G3KVSGB-E Rotary In / Out 3 x 2,5 16 A 4 x 2,5 0,80 2 15 20

RAS-18J2AVSG-E1 RAS-B18G3KVSGB-E Twin Rotary In / Out 3 x 2,5 16 A 4 x 2,5 1,10 2 15 20

RAS-22J2AVSG-E1 RAS-B22G3KVSGB-E Twin Rotary In / Out 3 x 2,5 16 A 4 x 2,5 1,10 2 15 20

RAS-24J2AVSG-E1 RAS-B24G3KVSGB-E Twin Rotary In / Out 3 x 2,5 16 A 4 x 2,5 1,14 2 15 20

HiWall /  YUKAI

RAS-07E2AVG-E RAS-B07E2KVG-E Rotary In / Out 3 x 1,5 10 A 4 x 1,5 0,51 2 15 20

RAS-10E2AVG-E RAS-B10E2KVG-E Rotary In / Out 3 x 1,5 10 A 4 x 1,5 0,67 2 15 20

RAS-13E2AVG-E RAS-B13E2KVG-E Rotary In / Out 3 x 1,5 10 A 4 x 1,5 0,67 2 15 20

RAS-16E2AVG-E RAS-B16E2KVG-E Rotary In / Out 3 x 2,5 16 A 4 x 1,5 1,10 2 15 20

RAS-18E2AVG-E RAS-18E2KVG-E Rotary In / Out 3 x 2,5 16 A 4 x 1,5 1,10 2 15 20

RAS-24E2AVG-E RAS-24E2KVG-E Twin Rotary In / Out 3 x 2,5 16 A 4 x 1,5 1,14 2 15 20

Bi FLOW

RAS-10J2AVSG-E1 RAS-B10J2FVG-E Rotary Out 3 x 1,5 10 A 4 x 1,5 0,55 2 15 20

RAS-13J2AVSG-E1 RAS-B13J2FVG-E Rotary Out 3 x 1,5 10 A 4 x 1,5 0,80 2 15 20

RAS-18J2AVSG-E RAS-B18J2FVG-E Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 1,10 2 15 20

 MULTI Outdoor units

RAS-2M14U2AVG-E Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 1,02 2/unit 30 20

RAS-2M18U2AVG-E Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 1,02 2/unit 30 20

RAS-3M18U2AVG-E Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 1,05 2/unit 50 20

RAS-2M14G3AVG-E Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 0.95 2/unit 30 20

RAS-2M18G3AVG-E Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 1.20 2/unit 30 20

RAS-3M18G3AVG-E Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 1.25 2/unit 30 20

RAS-3M26U2AVG-E / G3AVG-E Twin Rotary Out 3 x 4 20 A 4 x 1,5 1,92 2/unit 40 20

RAS-4M27U2AVG-E / G3AVG-E Twin Rotary Out 3 x 4 20 A 4 x 1,5 1,92 2/unit 40 20

RAS-5M34U2AVG-E / G3AVG-E Twin Rotary Out 3 x 4 20 A 4 x 1,5 2,39 2/unit 40 20

All wiring must comply with local and national electrical codes, regulations and must be installed by a licensed electrician.
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Light Grey

Bluish Grey

Dark Brown

Dark Grey

Grey Beige

Emerald Blue

Accessories Residential Products 
HAORI Fabrics with infinite possibilities

CODE FABRICS PROPOSED RETAIL PRICE (including recycling fees & VAT) €
RB-I4101-E Dark Gray - Standard (included in the box) 79

RB-I4102-E Light Gray - Standard (included in the box) 79

RB-I4103-E Bluish Gray - Upon request 79

RB-I4104-E Gray Beige - Upon request 79

RB-I4105-E Dark Brown - Upon request 79

RB-I4106-E Emerald Blue - Upon request 79

5 colours of operation: 
Auto, Cool, Dry, Heat, Fan-only

CODE DESCRIPTION
PRICE LIST

(Without recycling fees & VAT) €
PROPOSED RETAIL PRICE

(including recycling fees & VAT) €
RB-N105S-G WiFi Module - Wireless Adapter (indoor mount) 116 104

RB-N106S-G WiFi Module - Wired adapted (mounted externally) 124 112

Control your Toshiba ACs, 
wherever you are, via your home WiFi
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LIGHT  
COMMERCIAL 
PRODUCTS
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HIGH-WALL

aComfort: Auto louver mode allows optimum
and uniform air distribution

aControl: Wireless remote control with
pre-set functions accessible with dedicated 
buttons: hi-power mode, quiet mode, comfort 
sleep, eco-mode

aHealthy: Self-cleaning feature to prevent
mould formation on the heat exchanger coils 

aComfort sleep function automatically adjusts
the room temperature and the fan speed

Air Quality Comfort

Compact, quiet with an attractive design, this 
high wall is suitable for every kind of project in 
new construction or refurbishment.

OUTDOOR UNIT RAV-
GP561ATP-E / 

GP561ATW-E (1ph)
GP801ATW-E (1ph) GP1101AT-E (1ph) GP1101AT8-E (3ph)

INDOOR UNIT RAV- RM561KRTP-E RM801KRTP-E GM1101KRTP-E GM1101KRTP-E

Cooling capacity (min.-nom.-max.) kW 1,2 – 5,0 – 5,6 1,9 – 7,1 – 8,0 3,1 –10,0 – 12,0 2,6 – 10,0 – 12,0 

SEER /  Energy efficiency class 7,59 / A++ 7,34 / A++ 7,20 / A++ 6,35 / A++

Heating capacity (min.-nom.-max.) kW 0,9 – 5,6 – 7,3 1,3 – 8,0 – 11,3 2,6 – 11,2– 13,0 2,4 – 11,2 – 13,0 

SCOP / Energy efficiency class (Average) 4,17 / A+ 4,13 / A+ 4,41 / A+ 4,21 / A+

Outdoor unit dimensions (HxWxD) mm 630 x 799 x 299 1.050 x 1.010 x 370 1.550 x 1.010 x 370 1.550 x 1.010 x 370

Indoor unit dimensions (HxWxD) mm 320 x 1.050 x 250 320 x 1.050 x 250 348 x 1.200 x 280 348 x 1.200 x 280

Outdoor / Indoor unit weight Kg 45 / 14 74 / 14 104 / 19 95 / 19

Flare connections (gas-liquid) 1/2” - 1/4” 5/8” - 3/8” 5/8” - 3/8” 5/8” - 3/8”

Maximum pipe length /  
Maximum height difference

m 50 / 30 50 / 30 75 / 30 75 / 30

Manufacturer / Origin JAPAN / POLAND - THAILAND JAPAN / JAPAN - THAILAND

PRICE LIST 
SYSTEM (Without recycling fees & VAT) € 2.770 3.360 4.290 4.760

Outdoor - Indoor unit  
(Without recycling fees & VAT)

€ 2.020 - 750 2.530 - 830 3.420 – 870 3.890 - 870

Recycling Fees (without VAT) € 5,90 8,80 12,30 11,40

PROPOSED RETAIL PRICE
(including recycling fees & VAT) € 2.493 3.024 3.861 4.284

1 Phase Types / 3 Phase Types
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OUTDOOR UNIT RAV- GM301ATP-E (1ph) GM401ATP-E (1ph) GM561ATP-E (1ph) GM801ATP-E (1ph) GM901ATP-E (1ph) GM1101ATP-E (1ph) GM1101AT8P-E (3ph)

INDOOR UNIT RAV- RM301KRTP-E RM401KRTP-E RM561KRTP-E RM801KRTP-E GM901KRTP-E GM1101KRTP-E GM1101KRTP-E

Cooling capacity (min.-nom.-max.) kW 0,9 – 2,5 – 3,0 0,9 – 3,6 – 4,0 1,5 – 5,0 – 5,6 1,5 – 6,7 – 8,0 1,9 – 8,0 – 8,8 3,0 – 9,5 – 11,2 3,0 – 9,5 – 11,2 

SEER /  Energy efficiency class 6,36 / A++ 6,12 / A++ 6,19 / A++ 5,73 / A+ 6,10 / A++ 6,10 / A++ 6,10 / A++

Heating capacity (min.-nom.-max.) kW 0,8 – 3,4 – 4,5 0,8 – 4,0 – 5,0 1,5 – 5,3 – 6,3 1,5 – 7,7 – 9,0 1,6 – 9,0 – 9,9 3,0 – 11,2– 13,0 3,0 – 11,2– 13,0 

SCOP / Energy efficiency class 
(Average)

4,1 / A+ 4,22 / A+ 4,0 / A+ 4,01 / A+ 4,1 / A+ 4,2 / A+ 4,2 / A+

Outdoor unit dimensions (HxWxD) mm 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290 630 x 800 x 300 890 x 900 x 320 890 x 900 x 320

Indoor unit dimensions (HxWxD) mm 293 x 798 x 230 293 x 798 x 230 320 x 1.050 
x 250  

320 x 1.050 
x 250 

320 x 1.050 
x 250

348 x 1.200 
x 280

348 x 1.200 
x 280

Outdoor / Indoor unit weight Kg 33 / 10 39 / 10 40 / 14 44 / 14 47 / 14 68 / 19 69 / 19

Flare connections (gas-liquid) 3/8” - 1/4” 1/2” - 1/4” 1/2” - 1/4” 5/8” - 3/8” 5/8” - 3/8” 5/8” - 3/8” 5/8” - 3/8”

Maximum pipe length /  
Maximum height difference

m 20 / 10 20 / 10 30 / 30 30 / 30 50 / 30 50 / 30 50 / 30

Manufacturer / Origin JAPAN / THAILAND

PRICE LIST 
SYSTEM 
(Without recycling fees & VAT)

€ 1.730 1.950 2.170 2.460 2.660 3.370 3.570

Outdoor - Indoor unit  
(Without recycling fees & VAT)

€ 1.140 - 590 1.270 - 680 1.420 – 750 1.630 - 830 1.820 – 840 2.500 - 870 2.700 - 870

Recycling Fees (without VAT) € 4,30 4,90 5,40 5,80 6,10 8,70 8.80

PROPOSED RETAIL PRICE
(including recycling fees & VAT) € 1.557 1.755 1.953 2.214 2.394 3.033 3.213

1 Phase Types / 3 Phase Types
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4-WAY 
CASSETTE

aComfort: Two louvers shape option: straight
flow louver and wide flow louver; optimum air 
distribution
aIndividual setting of louver position: 3 different

swing mode: standard, diagonally, opposite, 
turn around
aWide air flow in all directions
aReliability: Self-cleaning function and Ag-ion

tip for anti-mould in drain cap

aBuilt-in high lift drain pump
aEasy Ιnstallation: Compact chassis with

only 256mm height (sizes 5 and 8)
aLight-weight unit, for easy and quick

installation
aOptimal air diffusion up to 4,6m ceiling height

Easy Installation

4-way cassette is designed to provide uniform 
air distribution and total comfort. It is the ideal 
solution for small commercial application.

Comfort

OUTDOOR UNIT RAV- GP561ATP-E / GP561ATW-E GP801ATW-E GP1101AT-E GP1401AT-E1

INDOOR UNIT RAV- RM561UTP-E RM801UTP-E RM1101UTP-E RM1401UTP-E

Cooling capacity (min.-nom.-max.) kW 1,2 – 5,0 – 5,6 1,9 – 7,1 – 8,0 3,1 –10,0 – 12,0 3,1 – 12,5 – 14,0 

SEER /  Energy efficiency class 7,61 / A++ 8,80 / A+++ 8,65 / A+++ 8,15 / TBD

Heating capacity (min.-nom.-max.) kW 0,9 – 5,6 – 8,1 1,3 – 8,0 – 11,3 2,6 – 11,2– 13,0 2,6 – 14,0 – 16,5 

SCOP / Energy efficiency class 
(Average)

4,96 / A++ 5,22 / A+++ 4,73 / A++ 4,72 / TBD

Outdoor unit dimensions (HxWxD) mm 630 x 799 x 299 1.050 x 1.010 x 370 1.550 x 1.010 x 370 1.550 x 1.010 x 370

Indoor unit dimensions (HxWxD) mm 256 x 840 x 840 256 x 840 x 840 319 x 840 x 840 319 x 840 x 840

Grille dimensions  (HxWxD) mm 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950

Outdoor / Indoor / Grille weight Kg 45 / 20 / 4,2 74 / 20 / 4,2 104 / 24 / 4,2 104 / 24 / 4,2

Flare connections (gas-liquid) 1/2” - 1/4” 5/8” - 3/8” 5/8” - 3/8” 5/8” - 3/8”

Maximum pipe length /  
Maximum height difference

m 50 / 30 50 / 30 75 / 30 75 / 30

Manufacturer / Origin JAPAN / POLAND - THAILAND JAPAN / JAPAN - THAILAND

PRICE LIST 
SYSTEM (Without recycling fees & VAT) € 3.650 4.320 5.520 5.970

Outdoor unit  
(Without recycling fees & VAT) € 2.020 2.530 3.420 3.740

Indoor unit  
(Without recycling fees & VAT) € 1.160 1.320 1.630 1.760

Grille RBC-U31PG(W)-E
(Without recycling fees & VAT) € 300 300 300 300

Control RBC-AMSU51-EN 
(Without recycling fees & VAT) € 170 170 170 170

Recycling Fees (without VAT) € 6.92 9.82 13.22 13.22

PROPOSED RETAIL PRICE

(including recycling fees & VAT) € 3.285 3.888 4.968 5.391

1 Phase Types
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3 Phase Types

OUTDOOR UNIT RAV- GP1101AT8-E GP1401AT8-E GP1601AT8-E

INDOOR UNIT RAV- RM1101UTP-E RM1401UTP-E RM1601UTP-E

Cooling capacity (min.-nom.-max.) kW 2,6 –10,0 – 12,0 2,6 – 12,5 – 14,0 2,6 – 14,0 – 16,0 

SEER /  Energy efficiency class 7,10 / A++ 7,05 / TBD 6,72 / TBD

Heating capacity (min.-nom.-max.) kW 2,4 – 11,2– 15,6 2,4 – 14,0 – 18,0 2,4 – 16,0 – 19,0 

SCOP / Energy efficiency class 
(Average)

4,36 / A+ 4,36 / TBD 4,36 / TBD

Outdoor unit dimensions (HxWxD) mm 1.340 x 900 x 320 1.340 x 900 x 320 1.340 x 900 x 320

Indoor unit dimensions (HxWxD) mm 319 x 840 x 840 319 x 840 x 840 319 x 840 x 840

Grille dimensions  (HxWxD) mm 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950

Outdoor / Indoor / Grille weight Kg 95 / 24 / 4,2 95 / 24 / 4,2 95 / 24 / 4,2

Flare connections (gas-liquid) 5/8” - 3/8” 5/8” - 3/8” 5/8” - 3/8”

Maximum pipe length /  
Maximum height difference

m 75 / 30 75 / 30 75 / 30

Manufacturer / Origin JAPAN / JAPAN - THAILAND

PRICE LIST 
SYSTEM (Without recycling fees & VAT) € 5.990 6.330 7.070

Outdoor unit  
(Without recycling fees & VAT) € 3.890 4.100 4.670

Indoor unit  
(Without recycling fees & VAT) € 1.630 1.760 1.930

Grille RBC-U31PG(W)-E
(Without recycling fees & VAT) € 300 300 300

Control RBC-AMSU51-EN  
(Without recycling fees & VAT) € 170 170 170

Recycling Fees (without VAT) € 12.32 12.32 12.32

PROPOSED RETAIL PRICE
(including recycling fees & VAT) € 5.391 5.697 6.363

4-WAY CASSETTE



3 Phase Types
OUTDOOR UNIT RAV- GM1101AT8P-E GM1401AT8P-E GM1601AT8P-E

INDOOR UNIT RAV- RM1101UTP-E RM1401UTP-E RM1601UTP-E
Cooling capacity (min.-nom.-max.) kW 3,0 – 9,5 – 11,2 3,0 – 12,0 – 13,2 3,0 – 14,0 – 16,0 

SEER /  Energy efficiency class 6,15 / A++ 5,71 / A++ 6,3 / TBD

Heating capacity (min.-nom.-max.) kW 3,0 – 11,2– 13,0 3,0 – 13,0 – 16,0 3,0 – 16,0 – 18,0 

SCOP / Energy efficiency class (Average) 4,28 / A+ 4,29 / A+ 4,35 / TBD

Outdoor unit dimensions (HxWxD) mm 890 x 900 x 320 890 x 900 x 320 1.340 x 900 x 320

Indoor unit dimensions (HxWxD) mm 319 x 840 x 840 319 x 840 x 840 319 x 840 x 840

Grille dimensions  (HxWxD) mm 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950

Outdoor / Indoor / Grille weight Kg 69 / 24 / 4,2 69 / 24 / 4,2 94 / 24 / 4,2

Flare connections (gas-liquid) 5/8” - 3/8” 5/8” - 3/8” 5/8” - 3/8”

Maximum pipe length /  
Maximum height difference

m 50 / 30 50 / 30 50 / 30

Manufacturer / Origin JAPAN / THAILAND

PRICE LIST 
SYSTEM (Without recycling fees & VAT) € 4.800 5.020 5.980

Outdoor unit (Without recycling fees & VAT) € 2.700 2.790 3.580

Indoor unit  (Without recycling fees & VAT) € 1.630 1.760 1.930

Grille RBC-U31PG(W)-E (Without recycling fees & VAT) € 300 300 300

Control RBC-AMSU51-EN (Without recycling fees & VAT) € 170 170 170

Recycling Fees (without VAT) € 9.72 9.72 12.22

PROPOSED RETAIL PRICE
(including recycling fees & VAT) € 4.320 4.518 5.382

OUTDOOR UNIT RAV- GM561ATP-E GM801ATP-E GM901ATP-E GM1101ATP-E GM1401ATP-E GM1601ATP-E
INDOOR UNIT RAV- RM561UTP-E RM801UTP-E GM901UTP-E RM1101UTP-E RM1401UTP-E RM1601UTP-E
Cooling capacity (min.-nom.-max.) kW 1,5 – 5,0 – 5,6 1,5 – 6,7 – 8,0 1,9 – 8,0 – 8,8 3,0 – 9,5 – 11,2 3,0 – 12,0 – 13,2 3,0 – 14,0 – 16,0 

SEER /  Energy efficiency class 6,34 / A++ 5,81 / A+ 7,00 / A++ 6,15 / A++ 5,71 / A++ 6,3 / TBD

Heating capacity (min.-nom.-max.) kW 1,5 – 5,3 – 6,3 1,5 – 7,7 – 9,0 1,6 – 9,0 – 9,9 3,0 – 11,2– 13,0 3,0 – 13,0 – 16,0 3,0 – 16,0 – 18,0 

SCOP / Energy efficiency class (Average) 4,6 / A++ 4,42 / A+ 4,6 / A++ 4,28 / A+ 4,29 / A+ 4,35 / TBD

Outdoor unit dimensions (HxWxD) mm 550 x 780 x 290 550 x 780 x 290 630 x 800 x 300 890 x 900 x 320 890 x 900 x 320 1.340 x 900 x 320

Indoor unit dimensions (HxWxD) mm 256 x 840 x 840 256 x 840 x 840 319 x 840 x 840 319 x 840 x 840 319 x 840 x 840 319 x 840 x 840

Grille dimensions  (HxWxD) mm 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950 30 x 950 x 950

Outdoor / Indoor / Grille weight Kg 40 / 20 / 4,2 44 / 20 / 4,2 47 / 24 / 4,2 68 / 24 / 4,2 68 / 24 / 4,2 95 / 24 / 4,2

Flare connections (gas-liquid) 1/2” - 1/4” 5/8” - 3/8” 5/8” - 3/8” 5/8” - 3/8” 5/8” - 3/8” 5/8” - 3/8”

Maximum pipe length /  
Maximum height difference

m 30 / 30 30 / 30 50 / 30 50 / 30 50 / 30 50 / 30

Manufacturer / Origin JAPAN / THAILAND

PRICE LIST 
SYSTEM (Without recycling fees & VAT) € 3.050 3.420 3.700 4.600 4.870 5.630

Outdoor unit (Without recycling fees & VAT) € 1.420 1.630 1.820 2.500 2.640 3.230

Indoor unit (Without recycling fees & VAT) € 1.160 1.320 1.410 1.630 1.760 1.930

Grille RBC-U31PG(W)-E
(Without recycling fees & VAT) € 300 300 300 300 300 300

Control RBC-AMSU51-EN  
(Without recycling fees & VAT) € 170 170 170 170 170 170

Recycling Fees (without VAT) € 6,42 6,82 7.52 9.62 9.62 12.32

PROPOSED RETAIL PRICE
(including recycling fees & VAT) € 2.745 3.078 3.330 4.140 4.383 5.067

1 Phase Types
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COMPACT 
CASSETTE

aDesign: Elegant and flat appearance
aFit within the T-bar of grid ceiling: 

620mmX620mm
aComfort: Individual setting of louver

position: 3 different swing modes: standard, 
diagonally, opposite, turn around

a5 steps air flow
aEasy Ιnstallation: Compact and thin

chassis with only 256mm height
aBuilt-in high lift drain pump

Simple Design Easy Installation

The compact 4 way cassette is ideal for small 
commercial application where a compact  
efficient unit is needed.

OUTDOOR UNIT RAV- GP561ATP-E / GP561ATW-E

INDOOR UNIT RAV- RM561MUT-E

Cooling capacity (min.-nom.-max.) kW 1,2 – 5,0 – 5,6

SEER /  Energy efficiency class 6,02 / A+

Heating capacity (min.-nom.-max.) kW 0,9 – 5,6 – 7,0

SCOP / Energy efficiency class (Average) 4,30 / A+

Outdoor unit dimensions (HxWxD) mm 630 x 799 x 299

Indoor unit dimensions (HxWxD) mm 256 x 575 x 575 

Grille dimensions  (HxWxD) mm 12 x 620 x 620

Outdoor / Indoor / Grille weight Kg 45 / 15 / 2,5

Flare connections (gas-liquid) 1/2” - 1/4”

Maximum pipe length /  
Maximum height difference

m 50 / 30

Manufacturer / Origin JAPAN / THAILAND - POLAND

PRICE LIST 
SYSTEM (Without recycling fees & VAT) € 3.710

Outdoor unit (Without recycling fees & VAT) € 2.020

Indoor unit (Without recycling fees & VAT) €  1.280

Grille RBC-UM21PG(W)-E(Without recycling fees & VAT) € 240

Control RBC-AMSU51-EN (Without recycling fees & VAT) € 170

Recycling Fees (without VAT) € 6,25

PROPOSED RETAIL PRICE
(including recycling fees & VAT) € 3.339

1 Phase Types
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OUTDOOR UNIT RAV- GM301ATP-E GM401ATP-E GM561ATP-E

INDOOR UNIT RAV- RM301MUT-E RM401MUT-E RM561MUT-E

Cooling capacity (min.-nom.-max.) kW 0,9 – 2,5 – 3,0 0,9 – 3,6 – 4,0 1,5 – 5,0 – 5,6

SEER /  Energy efficiency class 5,94 / A++ 5,76 / A+ 5,69 / A+

Heating capacity (min.-nom.-max.) kW 0,8 – 3,4 – 4,5 0,8 – 4,0 – 5,0 1,5 – 5,3 – 6,3

SCOP / Energy efficiency class (Average) 4,7 / A++ 4,44 / A+ 4,37 / A+

Outdoor unit dimensions (HxWxD) mm 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290

Indoor unit dimensions (HxWxD) mm 256 x 575 x 575 256 x 575 x 575 256 x 575 x 575 

Grille dimensions  (HxWxD) mm 12 x 620 x 620 12 x 620 x 620 12 x 620 x 620

Outdoor / Indoor / Grille weight Kg 33 / 15 / 2,5 39 / 15 / 2,5 40 / 15 / 2,5

Flare connections (gas-liquid) 3/8” - 1/4” 1/2” - 1/4” 1/2” - 1/4”

Maximum pipe length /  
Maximum height difference

m 20 / 10 20 / 10 30 / 30

Manufacturer / Origin JAPAN / JAPAN  - THAILAND

PRICE LIST 
SYSTEM (Without recycling fees & VAT) € 2.730 2.920 3.110

Outdoor unit (Without recycling fees & VAT) € 1.140 1.270 1.420

Indoor unit (Without recycling fees & VAT) € 1.180 1.240 1.280

Grille RBC-UM21PG(W)-E (Without recycling fees & VAT) € 240 240 240

Control RBC-AMSU51-EN (Without recycling fees & VAT) € 170 170 170

Recycling Fees (without VAT) € 5.05 5.65 5.75

PROPOSED RETAIL PRICE
(including recycling fees & VAT) € 2.457 2.628 2.799

COMPACT CASSETTE

1 Phase Types
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OUTDOOR UNIT RAV- GP561ATP-E / GP561ATW-E GP801ATW-E GP1101AT-E GP1401AT-E1

INDOOR UNIT RAV- RM561BTP-E RM801BTP-E RM1101BTP-E RM1401BTP-E

Cooling capacity (min.-nom.-max.) kW 1,2 – 5,0 – 5,6 1,9 – 7,1 – 8,0 3,1 –10,0 – 12,0 3,1 – 12,5 – 14,0

SEER /  Energy efficiency class 5,60 / A+ 7,50 / A++ 6,60 / A++ 6,06 / TBD

Heating capacity (min.-nom.-max.) kW 0,9 – 5,6 – 7,4 1,3 – 8,0 – 11,3 2,6 – 11,2– 13,0 2,6 – 14,0 – 16,5

SCOP / Energy efficiency class (Average) 4,24 / A+ 4,81 / A++ 4,24 / A+ 4,24 / TBD

Air Flow (H/L) m3/h 800 - 480 1.200 - 720 2.100 - 1.260 2.100 - 1.260

External Static Pressure Pa 30 - 120 30 - 120 50 - 120 50 - 120

Outdoor unit dimensions (HxWxD) mm 630 x 799 x 299 1.050 x 1.010 x 370 1.550 x 1.010 x 370 1.550 x 1.010 x 370

Indoor unit dimensions (HxWxD) mm 275 x 700 x 750 275 x 1.000 x 750 275 x 1.400 x 750 275 x 1.400 x 750

Outdoor / Indoor unit weight Kg 45 / 23 74 / 30 104 / 40 104 / 40

Flare connections (gas-liquid) 1/2” - 1/4” 5/8” - 3/8” 5/8” - 3/8” 5/8” - 3/8”

Maximum pipe length / 
Maximum height difference

m 50 / 30 50 / 30 75 / 30 75 / 30

Manufacturer / Origin JAPAN / POLAND - THAILAND JAPAN / JAPAN - THAILAND

PRICE LIST 
SYSTEM (Without recycling fees & VAT) € 3.330 3.990 5.090 5.500

Outdoor unit (Without recycling fees & VAT) € 2.020 2.530 3.420 3.740

Indoor unit (Without recycling fees & VAT) € 1.140 1.290 1.500 1.590

Control RBC-AMSU51-EN 
(Without recycling fees & VAT)

€ 170 170 170 170

Recycling Fees (without VAT) € 6,80 10,40 14,40 14,40

PROPOSED RETAIL PRICE
(including recycling fees & VAT) € 2.997 3.591 4.581 4.950

STANDARD 
DUCT

aAdaptability: Up to 120Pa available
pressure,thanks to DC fan motor
aFlexible design allows the inlet air to be

configured between the standard rear inlet
design or as an alternative, from the 
underside of the unit. There is also a provision 
for a fresh air intake supply via a pre-
punched knockout hole.

aCompact and thin chassis, measuring just
275mm in height
aEasy Installation: Built-in high lift

drain pump
aPC board panel easily accessible from

the side of the unit
aOptional air discharge spigot

Adaptability Easy Installation

Whatever the shape of the room, this flexible 
model ensures a uniform temperature and air 
distribution for optimal end user comfort.

1 Phase Types
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STANDARD DUCT

OUTDOOR UNIT RAV- GP1101AT8-E GP1401AT8-E GP1601AT8-E

INDOOR UNIT RAV- RM1101BTP-E RM1401BTP-E RM1601BTP-E

Cooling capacity (min.-nom.-max.) kW 2,6 –10,0 – 12,0 2,6 – 12,5 – 14,0 2,6 – 14,0 – 16,0

SEER /  Energy efficiency class 5,70 / A+ 5,48 / TBD 5,36 / TBD

Heating capacity (min.-nom.-max.) kW 2,4 – 11,2– 15,6 2,4 – 14,0 – 18,0 2,4 – 16,0 – 19,0 

SCOP / Energy efficiency class 
(Average)

4,14 / A+ 3,95 / TBD 3,93 / TBD

Air Flow (H/L) m3/h 2.100 - 1.260 2.100 - 1.260 2.100 - 1.260

External Static Pressure Pa 50 - 120 50 - 120 50 - 120

Outdoor unit dimensions (HxWxD) mm 1.340 x 900 x 320 1.340 x 900 x 320 1.340 x 900 x 320

Indoor unit dimensions (HxWxD) mm 275 x 1.400 x 750 275 x 1.400 x 750 275 x 1.400 x 750

Outdoor / Indoor unit weight Kg 95 / 40 95 / 40 95 / 40

Flare connections (gas-liquid) 5/8” - 3/8” 5/8” - 3/8” 5/8” - 3/8”

Maximum pipe length /  
Maximum height difference

m 75 / 30 75 / 30 75 / 30

Manufacturer / Origin JAPAN / JAPAN - THAILAND

PRICE LIST 
SYSTEM 
(Without recycling fees & VAT) € 5.560 5.860 6.590

Outdoor unit 
(Without recycling fees & VAT) € 3.890 4.100 4.670

Indoor unit 
(Without recycling fees & VAT) € 1.500 1.590 1.750

Control RBC-AMSU51-EN 
(Without recycling fees & VAT)

€ 170 170 170

Recycling Fees (without VAT) € 13.50 13.50 13.50

PROPOSED RETAIL PRICE
(including recycling fees & VAT) € 5.004 5.274 5.931

3 Phase Types
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3 Phase Types
OUTDOOR UNIT RAV- GM1101AT8P-E GM1401AT8P-E GM1601AT8P-E

INDOOR UNIT RAV- RM1101BTP-E RM1401BTP-E RM1601BTP-E
Cooling capacity (min.-nom.-max.) kW 3,0 – 9,5 – 11,2 3,0 – 12,1 – 13,2 3,0 – 14,0 – 16,0

SEER /  Energy efficiency class 5,28 / A 5,36 / TBD 5,3 / TBD

Heating capacity (min.-nom.-max.) kW 3,0 – 11,2– 13,0 3,0 – 13,0 – 16,0 3,0 – 16,0 – 18,0 

SCOP / Energy efficiency class (Average) 4,19 / A+ 4,19 / TBD 3,90 / TBD

Air Flow (H/L) m3/h 2.100 - 1.260 2.100 - 1.260 2.100 - 1.260

External Static Pressure Pa 50 - 120 50 - 120 50 - 120

Outdoor unit dimensions (HxWxD) mm 890 x 900 x 320 890 x 900 x 320 1.340 x 900 x 320

Indoor unit dimensions (HxWxD) mm 275 x 1.400 x 750 275 x 1.400 x 750 275 x 1.400 x 750

Outdoor / Indoor unit weight Kg 69 / 40 69 / 40 94 / 40

Flare connections (gas-liquid) 5/8” - 3/8” 5/8” - 3/8” 5/8” - 3/8”

Maximum pipe length /  
Maximum height difference

m 50 / 30 50 / 30 50 / 30

Manufacturer / Origin JAPAN / THAILAND 

PRICE LIST 
SYSTEM (Without recycling fees & VAT) € 4.370 4.550 5.500

Outdoor unit (Without recycling fees & VAT) € 2.700 2.790 3.580

Indoor unit (Without recycling fees & VAT) € 1.500 1.590 1.750

Control RBC-AMSU51-EN 
(Without recycling fees & VAT)

€ 170 170 170

Recycling Fees (without VAT) € 10.90 10.90 13.40

PROPOSED RETAIL PRICE
(including recycling fees & VAT) € 3.933 4.095 4.950

1 Phase Types
OUTDOOR UNIT RAV- GM561ATP-E GM801ATP-E GM901ATP-E GM1101ATP-E GM1401ATP-E GM1601ATP-E

INDOOR UNIT RAV- RM561BTP-E RM801BTP-E GM901BTP-E RM1101BTP-E RM1401BTP-E RM1601BTP-E
Cooling capacity (min.-nom.-max.) kW 1,5 – 5,0 – 5,6 1,5 – 6,7 – 8,0 1,9 – 8,0 – 8,8 3,0 – 9,5 – 11,2 3,0 – 12,1 – 13,2 3,0 – 14,0 – 16,0

SEER /  Energy efficiency class 5,28 / A 5,20 / A 6,10 / A++ 5,28 / A 5,36 / TBD 5,3 / TBD

Heating capacity (min.-nom.-max.) kW 1,5 – 5,3 – 6,3 1,5 – 7,7 – 9,0 1,6 – 9,0 – 9,9 3,0 – 11,2– 13,0 3,0 – 13,0 – 16,0 3,0 – 16,0 – 18,0

SCOP / Energy efficiency class (Average) 4,08 / A+ 4,13 / A+ 4,6 / A++ 4,19 / A+ 4,19 / TBD 3,90 / TBD

Air Flow (H/L) m3/h 800 - 480 1.200 - 720 1.700 - 1.000 2.100 - 1.260 2.100 - 1.260 2.100 - 1.260

External Static Pressure Pa 30 - 120 30 - 120 50 - 120 50 - 120 50 - 120 50 - 120

Outdoor unit dimensions (HxWxD) mm 550 x 780 x 290 550 x 780 x 290 630 x 800 x 300 890 x 900 x 320 890 x 900 x 320 1.340 x 900 x 320

Indoor unit dimensions (HxWxD) mm 275 x 700 x 750 275 x 1000 x 750 275 x 1400 x 750 275 x 1.400 x 750 275 x 1.400 x 750 275 x 1.400 x 750

Outdoor / Indoor unit weight Kg 40 / 23 44 / 30 47 / 40 68 / 40 68 / 40 95 / 40

Flare connections (gas-liquid) 1/2” - 1/4” 5/8” - 3/8” 5/8” - 3/8” 5/8” - 3/8” 5/8” - 3/8” 5/8” - 3/8”
Maximum pipe length /  
Maximum height difference

m 30 / 30 30 / 30 50 / 30 50 / 30 50 / 30 50 / 30

Manufacturer / Origin JAPAN / THAILAND

PRICE LIST 
SYSTEM (Without recycling fees & VAT) € 2.730 3.090 3.400 4.170 4.400 5.150

Outdoor unit (Without recycling fees & VAT) € 1.420 1.630 1.820 2.500 2.640 3.230

Indoor unit (Without recycling fees & VAT) € 1.140 1.290 1.410 1.500 1.590 1.750

Control RBC-AMSU51-EN 
(Without recycling fees & VAT)

€ 170 170 170 170 170 170

Recycling Fees (without VAT) € 6.30 7.20 8.70 10.80 10.80 13.30

PROPOSED RETAIL PRICE
(including recycling fees & VAT) € 2.457 2.781 3.060 3.753 3.960 4.635
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OUTDOOR UNIT RAV- GP561ATP-E
INDOOR UNIT RAV- RM561SDT-E
Cooling capacity (min.-nom.-max.) kW 1,2 – 5,0 – 5,6

SEER /  Energy efficiency class 5,77 / A+

Heating capacity (min.-nom.-max.) kW 0,9 – 5,6 – 7,0

SCOP / Energy efficiency class (Average) 4,20 / A+

Air Flow (H/L) m3/h 780 - 582

External Static Pressure Pa 4 - 44

Outdoor unit dimensions (HxWxD) mm 630 x 799 x 299

Indoor unit dimensions (HxWxD) mm 210 x 845 x 645 

Outdoor / Indoor unit weight Kg 45 / 22

Flare connections (gas-liquid) 1/2” - 1/4”

Maximum pipe length /  
Maximum height difference

m 50 / 30

Manufacturer / Origin  JAPAN / THAILAND - JAPAN - POLAND

PRICE LIST 

SYSTEM (Without recycling fees & VAT) € 3.560

Outdoor unit (Without recycling fees & VAT) € 2.020

Indoor unit (Without recycling fees & VAT) € 1.370

Control RBC-AMSU51-EN 
(Without recycling fees & VAT)

€ 170

Recycling Fees (without VAT) € 6.70

PROPOSED RETAIL PRICE
(including recycling fees & VAT) € 3.204

Simple Design Adaptability

SLIM DUCT

aAdaptability: Up to 50Pa available pressure
with four steps set up
aEasy to combine with different types

of air diffusers
aFlexible design allows the inlet air to be

configured between the standard rear inlet 
design or as an alternative, from the underside 
of the unit

aThere is also a provision for a fresh air intake
supply via a pre-punched knockout hole
aEasy installation: Slimline design, with

a height of just 21cm and a weight of 22kg, 
gives increased flexibility when designing and 
installing the system
aNatural drain discharge or built-in drain

pump to manage condensates

Whether installed in a ceiling void or in a false 
ceiling, Toshiba’s slim duct offers the ultimate 
technology, with exceptional energy savings, 
high performance and easy installation.

1 Phase Types
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SLIM DUCT

OUTDOOR UNIT RAV- GM301ATP-E GM401ATP-E GM561ATP-E

INDOOR UNIT RAV- RM301SDT-E RM401SDT-E RM561SDT-E

Cooling capacity (min.-nom.-max.) kW 0,9 – 2,5 – 3,0 0,9 – 3,6 – 4,0 1,5 – 5,0 – 5,6

SEER /  Energy efficiency class 6,29 / A++ 5,86 / A+ 5,14 / A+

Heating capacity (min.-nom.-max.) kW 0,8 – 3,4 – 4,5 0,8 – 4,0 – 5,0 1,5 – 5,3 – 6,3

SCOP / Energy efficiency class (Average) 4,6 / A++ 4,01 / A+ 4,16 / A+

Air Flow (H/L) m3/h 600 - 480 690 - 522 780 - 582

External Static Pressure Pa 5 - 45  5 - 45 4 - 44

Outdoor unit dimensions (HxWxD) mm 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290

Indoor unit dimensions (HxWxD) mm 210 x 845 x 645 210 x 845 x 645 210 x 845 x 645

Outdoor / Indoor unit weight Kg 33 / 22 39 / 22 40 / 22

Flare connections (gas-liquid) 3/8” - 1/4” 1/2” - 1/4” 1/2” - 1/4”

Maximum pipe length /  
Maximum height difference

m 20 / 10 20 / 10 30 / 30

Manufacturer / Origin JAPAN / THAILAND - JAPAN

PRICE LIST 
SYSTEM (Without recycling fees & VAT) € 2.550 2.750 2.960

Outdoor unit (Without recycling fees & VAT) € 1.140 1.270 1.420

Indoor unit (Without recycling fees & VAT) € 1.240 1.310 1.370

Control RBC-AMSU51-EN 
(Without recycling fees & VAT)

€ 170 170 170

Recycling Fees (without VAT) € 5.50 6.10 6.20

PROPOSED RETAIL PRICE
(including recycling fees & VAT) € 2.295 2.475 2.664

1 Phase Types
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CEILING

aComfort: Automatic louver control for all
year-round comfort and efficiency
aLow noise levels, thanks to high diameter fan

and DC motor
aReliability: Self-cleaning function enables

the air flow to remain constant and fresh and 
reduces the frequency of service visits
aEasy to install & to maintain: This design

represents the best possible solution, where 
there is a lack of space or absence of a ceiling 
void

aAdaptability: Anti-bacterial drain points
available as an option
aConnecting kit available as an option for

external I/O without local relay preparation
aThe airflow angle is automatically set to the

most suitable setting according to the cooling 
or heating needs

Reliability

The simple, yet elegant design creates a 
pleasant and relaxing environment, quickly 
conditioning the room air to the desired 
temperature.

Comfort

OUTDOOR UNIT RAV- GP561ATP-E / GP561ATWP-E GP801ATW-E GP1101AT-E GP1401AT-E1

INDOOR UNIT RAV- RM561CTP-E RM801CTP-E RM1101CTP-E RM1401CTP-E

Cooling capacity (min.-nom.-max.) kW 1,2 – 5,0 – 5,6 1,9 – 7,1 – 8,0 3,1 –10,0 – 12,0 3,1 – 12,5 – 14,0 

SEER /  Energy efficiency class 6,76 / A++ 7,95 / A++ 8,23 / A++ 7,58 / TBD

Heating capacity (min.-nom.-max.) kW 0,9 – 5,6 – 7,4 1,3 – 8,0 – 11,3 2,6 – 11,2– 13,0 2,6 – 14,0 – 16,5 

SCOP / Energy efficiency class (Average) 4,70 / A++ 5,05 / A++ 4,72 / A++ 4,71 / TBD

Outdoor unit dimensions (HxWxD) mm 630 x 799 x 299 1.050 x 1.010 x 370 1.550 x 1.010 x 370 1.550 x 1.010 x 370

Indoor unit dimensions (HxWxD) mm 235 x 950 x 690 235 x 1.270 x 690 235 x 1.586 x 690 235 x 1.586 x 690

Outdoor / Indoor unit weight Kg 45 / 23 74 / 29 104 / 37 104 / 37

Flare connections (gas-liquid) 1/2” - 1/4” 5/8” - 3/8” 5/8” - 3/8” 5/8” - 3/8”

Maximum pipe length /  
Maximum height difference

m 50 / 30 50 / 30 75 / 30 75 / 30

Manufacturer / Origin JAPAN / POLAND - THAILAND JAPAN / JAPAN - THAILAND

PRICE LIST 
SYSTEM (Without recycling fees & VAT) € 3.350 4.040 5.040 5.590

Outdoor unit (Without recycling fees & VAT) € 2.020 2.530 3.420 3.740

Indoor unit (Without recycling fees & VAT) € 1.160 1.340 1.450 1.680

Control RBC-AMSU51-EN € 170 170 170 170

Recycling Fees (without VAT) € 6.80 10.30 14.30 14.30

PROPOSED RETAIL PRICE
(including recycling fees & VAT) € 3.015 3.636 4.536 5.031

1 Phase Types
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CEILING

OUTDOOR UNIT RAV- GP1101AT8-E GP1401AT8-E GP1601AT8-E

INDOOR UNIT RAV- RM1101CTP-E RM1401CTP-E RM1601CTP-E

Cooling capacity (min.-nom.-max.) kW 2,6 –10,0 – 12,0 2,6 – 12,5 – 14,0 2,6 – 14,0 – 16,0 

SEER /  Energy efficiency class 6,61 / A++ 6,30 / TBD 6,00 / TBD

Heating capacity (min.-nom.-max.) kW 2,4 – 11,2– 14,0 2,4 – 14,0 – 18,0 2,4 – 16,0 – 19,0 

SCOP / Energy efficiency class (Average) 4,21 / A+ 4,20 / TBD 4,19 / TBD

Outdoor unit dimensions (HxWxD) mm 1.340 x 900 x 320 1.340 x 900 x 320 1.340 x 900 x 320

Indoor unit dimensions (HxWxD) mm 235 x 1.586 x 690 235 x 1.586 x 690 235 x 1.586 x 690

Outdoor / Indoor unit weight Kg 95 / 37 95 / 37 95 / 37

Flare connections (gas-liquid) 5/8” - 3/8” 5/8” - 3/8” 5/8” - 3/8”

Maximum pipe length /  
Maximum height difference

m 75 / 30 75 / 30 75 / 30

Manufacturer / Origin JAPAN / JAPAN - THAILAND

PRICE LIST 
SYSTEM (Without recycling fees & VAT) € 5.510 5.950 6.620

Outdoor unit (Without recycling fees & VAT) € 3.890 4.100 4.670

Indoor unit (Without recycling fees & VAT) € 1.450 1.680 1.780

Control RBC-AMSU51-EN € 170 170 170

Recycling Fees (without VAT) € 13.20 13.20 13.20

PROPOSED RETAIL PRICE
(including recycling fees & VAT) € 4.959 5.355 5.958

3 Phase Types
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OUTDOOR UNIT RAV- GM1101AT8P-E GM1401AT8P-E GM1601AT8P-E
INDOOR UNIT RAV- RM1101CTP-E RM1401CTP-E RM1601CTP-E
Cooling capacity (min.-nom.-max.) kW 3,0 – 9,5 – 11,2 3,0 – 12,1 – 13,2 3,0 – 14,0 – 16,0 

SEER /  Energy efficiency class 5,86 / A+ 5,36 / TBD 5,9 / TBD

Heating capacity (min.-nom.-max.) kW 3,0 – 11,2– 13,0 3,0 – 13,0 – 16,0 3,0 – 16,0 – 18,0 

SCOP / Energy efficiency class (Average) 4,27 / A+ 4,19 / TBD 4,35 / TBD

Outdoor unit dimensions (HxWxD) mm 890 x 900 x 320 890 x 900 x 320 1.340 x 900 x 320

Indoor unit dimensions (HxWxD) mm 235 x 1.586 x 690 235 x 1.586 x 690 235 x 1.586 x 690

Outdoor / Indoor unit weight Kg 69 / 37 69 / 37 94 / 37

Flare connections (gas-liquid) 5/8” - 3/8” 5/8” - 3/8” 5/8” - 3/8”

Maximum pipe length / 
Maximum height difference

m 50 / 30 50 / 30 50 / 30

Manufacturer / Origin JAPAN / THAILAND

PRICE LIST 
SYSTEM (Without recycling fees & VAT) € 4.320 4.640 5.530

Outdoor unit 
(Without recycling fees & VAT) € 2.700 2.790 3.580

Indoor unit 
(Without recycling fees & VAT) € 1.450 1.680 1.780

Control RBC-AMSU51-EN € 170 170 170

Recycling Fees (without VAT) € 10.60 10.60 13.10

PROPOSED RETAIL PRICE

(including recycling fees & VAT) € 3.888 4.176 4.977

3 Phase Types

OUTDOOR UNIT RAV- GM401ATP-E GM561ATP-E GM801ATP-E GM901ATP-E GM1101ATP-E GM1401ATP-E GM1601ATP-E

INDOOR UNIT RAV- RM401CTP-E RM561CTP-E RM801CTP-E GM901CTP-E RM1101CTP-E RM1401CTP-E RM1601CTP-E

Cooling capacity (min.-nom.-max.) kW 0.9 - 3.5 - 4.0 1,5 – 5,0 – 5,6 1,5 – 6,9 – 8,0 1,9 – 8,0 – 8,8 3,0 – 9,5 – 11,2 3,0 – 12,1 – 13,2 3,0 – 14,0 – 16,0

SEER /  Energy efficiency class 6,34 / Α++ 5,50 / A 5,62 / A+ 6,10 / A++ 5,86 / A+ 5,36 / TBD 5,9 / TBD

Heating capacity (min.-nom.-max.) kW 0,8 - 4,0 - 5,0 1,5 – 5,3 – 6,3 1,5 – 7,7 – 9,0 1,6 – 9,0 – 9,9 3,0 – 11,2– 13,0 3,0 – 13,0 – 16,0 3,0 – 16,0 – 18,0

SCOP / Energy efficiency class 
(Average)

5,1 / Α+++ 4,32 / A+ 4,11 / A+ 4,6 / A++ 4,27 / A+ 4,19 / TBD 3,90 / TBD

Outdoor unit dimensions (HxWxD) mm 550 x 780 x 290 550 x 780 x 290 550 x 780 x 290 630 x 800 x 300 890 x 900 x 320 890 x 900 x 320 1.340 x 900 x 320

Indoor unit dimensions (HxWxD) mm 235 x 950 x 690 235 x 950 x 690 235 x 1270 x 690 235 x 1586 x 690 235 x 1586 x 690 235 x 1586 x 690 235 x 1586 x 690

Outdoor / Indoor unit weight Kg 39 / 23 40 / 23 44 / 29 47 / 37 68 / 37 68 / 37 95 / 37

Flare connections (gas-liquid) 1/2” - 1/4” 1/2” - 1/4” 5/8” - 3/8” 5/8” - 3/8” 5/8” - 3/8” 5/8” - 3/8” 5/8” - 3/8”

Maximum pipe length / 
Maximum height difference

m 20 / 10 30 / 30 30 / 30 50 / 30 50 / 30 50 / 30 50 / 30

Manufacturer / Origin JAPAN / THAILAND

PRICE LIST 
SYSTEM 
(Without recycling fees & VAT) € 2.570 2.750 3.140 3.390 4.120 4.490 5.180

Outdoor unit 
(Without recycling fees & VAT) €  1.270 1.420 1.630 1.820 2.500 2.640 3.230

Indoor unit 
(Without recycling fees & VAT) €  1.130 1.160 1.340 1.400 1.450 1.680 1.780

Control RBC-AMSU51-EN € 170 170 170 170 170 170 170

Recycling Fees (without VAT) € 6,00 6,30 7,30 8,40 10,50 10,50 13,20

PROPOSED RETAIL PRICE
(including recycling fees & VAT) € 2,313 2,475 2,626 3,051 3,708 4,041 4,662
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FLOOR 
STANDING

aWide Αdaptability: Broad capacity lineup
from 2 to 6HP
aConnectable in monosplit or twin mode
aComfort: Wide air flow to cool and heat

large areas
aHorizontal and vertical louvers for optimum

air distribution

aEasy Ιnstallation: Directly positioned
on the floor to simplify installation
aPlug and play product with embedded

controller
aEmbedded leak detector linked to safety

ventilation to facilitate the integration of the 
product in every kind of projects

Toshiba floor standing unit combines important 
air flow, wide air diffusion and simplified 
installation to cool and heat large rooms.

OUTDOOR UNIT RAV- GP561ATP-E / GP561ATW-E GP801ATW-E GP1101AT-E GP1401AT-E1

INDOOR UNIT RAV- RM561FT-EN RM801FT-EN RM1101FT-EN RM1401FT-EN

Cooling capacity (min.-nom.-max.) kW 1,2 – 5,0 – 5,6 1,9 – 7,1 – 8,0 3,1 –10,0 – 12,0 3,1 – 12,5 – 14,0 

SEER /  Energy efficiency class 5,75 / A+ 6,24 / A++ 6,67 / A++ 6,10 / TBD

Heating capacity (min.-nom.-max.) kW 0,9 – 5,6 – 7,0 1,3 – 8,0 – 11,3 2,6 – 11,2– 13,0 2,6 – 14,0 – 16,5 

SCOP / Energy efficiency class (Average) 4,20 / A+ 4,41 / A+ 4,37 / A+ 4,35 / TBD

Outdoor unit dimensions (HxWxD) mm 630 x 799 x 299 1.050 x 1.010 x 370 1.550 x 1.010 x 370 1.550 x 1.010 x 370

Indoor unit dimensions (HxWxD) mm 1.750 x 600 x 210 1.750 x 600 x 210 1.750 x 600 x 390 1.750 x 600 x 390

Outdoor / Indoor unit weight Kg 45 / 44 74 / 45 104 / 59 104 / 59

Flare connections (gas-liquid) 1/2” - 1/4” 5/8” - 3/8” 5/8” - 3/8” 5/8” - 3/8”

Maximum pipe length / 
Maximum height difference

m 50 / 30 50 / 30 75 / 30 75 / 30

Manufacturer / Origin JAPAN / POLAND - JAPAN JAPAN / JAPAN

PRICE LIST 
SYSTEM 
(Without recycling fees & VAT) € 4.470 5.230 6.260 6.700

Outdoor unit 
(Without recycling fees & VAT) € 2.020 2.530 3.420 3.740

Indoor unit 
(Without recycling fees & VAT) € 2.280 2.530 2.670 2.790

Control RBC-AMSUSI-EN € 170 170 170 170

Recycling Fees (without VAT) € 8.90 11.90 16.30 16.30

PROPOSED RETAIL PRICE

(including recycling fees & VAT) € 4.023 4.707 5.634 6.030

Easy InstallationWide Adaptability

1 Phase Types

OUTDOOR UNIT RAV- GM1101AT8P-E GM1401AT8P-E GM1601AT8P-E
INDOOR UNIT RAV- RM1101CTP-E RM1401CTP-E RM1601CTP-E
Cooling capacity (min.-nom.-max.) kW 3,0 – 9,5 – 11,2 3,0 – 12,1 – 13,2 3,0 – 14,0 – 16,0 

SEER /  Energy efficiency class 5,86 / A+ 5,36 / TBD 5,9 / TBD

Heating capacity (min.-nom.-max.) kW 3,0 – 11,2– 13,0 3,0 – 13,0 – 16,0 3,0 – 16,0 – 18,0 

SCOP / Energy efficiency class (Average) 4,27 / A+ 4,19 / TBD 4,35 / TBD

Outdoor unit dimensions (HxWxD) mm 890 x 900 x 320 890 x 900 x 320 1.340 x 900 x 320

Indoor unit dimensions (HxWxD) mm 235 x 1.586 x 690 235 x 1.586 x 690 235 x 1.586 x 690

Outdoor / Indoor unit weight Kg 69 / 37 69 / 37 94 / 37

Flare connections (gas-liquid) 5/8” - 3/8” 5/8” - 3/8” 5/8” - 3/8”

Maximum pipe length / 
Maximum height difference

m 50 / 30 50 / 30 50 / 30

Manufacturer / Origin JAPAN / THAILAND

PRICE LIST 
SYSTEM (Without recycling fees & VAT) € 4.320 4.640 5.530

Outdoor unit 
(Without recycling fees & VAT) € 2.700 2.790 3.580

Indoor unit 
(Without recycling fees & VAT) € 1.450 1.680 1.780

Control RBC-AMSU51-EN € 170 170 170

Recycling Fees (without VAT) € 10.60 10.60 13.10

PROPOSED RETAIL PRICE

(including recycling fees & VAT) € 3.888 4.176 4.977
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FLOOR STANDING

OUTDOOR UNIT RAV- GP1101AT8-E GP1401AT8-E GP1601AT8-E

INDOOR UNIT RAV- RM1101FT-EN RM1401FT-EN RM1601FT-EN

Cooling capacity (min.-nom.-max.) kW 2,6 –10,0 – 12,0 2,6 – 12,5 – 14,0 2,6 – 14,0 – 16,0 

SEER /  Energy efficiency class 5,86 / A+ 5,65 / TBD 5,55 / TBD

Heating capacity (min.-nom.-max.) kW 2,4 – 11,2– 14,0 2,4 – 14,0 – 18,0 2,4 – 16,0 – 19,0 

SCOP / Energy efficiency class 
(Average)

4,00 / A+ 4,00 / TBD 3,96 / TBD

Outdoor unit dimensions (HxWxD) mm 1.340 x 900 x 320 1.340 x 900 x 320 1.340 x 900 x 320

Indoor unit dimensions (HxWxD) mm 1.750 x 600 x 390 1.750 x 600 x 390 1.750 x 600 x 390

Outdoor / Indoor unit weight Kg 95 / 59 95 / 59 95 / 59

Flare connections (gas-liquid) 5/8” - 3/8” 5/8” - 3/8” 5/8” - 3/8”

Maximum pipe length /  
Maximum height difference

m 75 / 30 75 / 30 75 / 30

Manufacturer / Origin JAPAN / JAPAN 

PRICE LIST 
SYSTEM 
(Without recycling fees & VAT) € 6.730 7.060 7.890

Outdoor unit 
(Without recycling fees & VAT) € 3.890 4.100 4.670

Indoor unit 
(Without recycling fees & VAT) € 2.670 2.790 3.050

Control RBC-AMSUSI-EN € 170 170 170

Recycling Fees (without VAT) € 15.40 15.40 15.40

PROPOSED RETAIL PRICE

(including recycling fees & VAT) € 6.057 6.354 7.101

3 Phase Types
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3 Phase Types

FLOOR STANDING

OUTDOOR UNIT RAV- GM561ATP-E GM801ATP-E GM1101ATP-E GM1401ATP-E
INDOOR UNIT RAV- RM561FT-EN RM801FT-EN RM1101FT-EN RM1401FT-EN
Cooling capacity (min.-nom.-max.) kW 1,5 – 5,0 – 5,6 1,5 – 6,9 – 7,4 3,0 – 9,5 – 11,2 3,0 – 12,1 – 13,2 

SEER /  Energy efficiency class 5,15 / A 4,89 / B 5,16 / A 4,86 / TBD

Heating capacity (min.-nom.-max.) kW 1,5 – 5,3 – 6,3 1,5 – 7,7 – 9,0 3,0 – 11,2– 13,0 3,0 – 13,0 – 16,0 

SCOP / Energy efficiency class (Average) 4,00 / A+ 3,81 / + 3,92 / A 3,90 / TBD

Outdoor unit dimensions (HxWxD) mm 550 x 780 x 290 550 x 780 x 290 890 x 900 x 320 890 x 900 x 320

Indoor unit dimensions (HxWxD) mm 1.750 x 600 x 210 1.750 x 600 x 210 1.750 x 600 x 390 1.750 x 600 x 390

Outdoor / Indoor unit weight Kg 40 / 44 44 / 45 68 / 59 68 / 59

Flare connections (gas-liquid) 1/2” - 1/4” 5/8” - 3/8” 5/8” - 3/8” 5/8” - 3/8”

Maximum pipe length /  
Maximum height difference

m 30 / 30 30 / 30 50 / 30 50 / 30

Manufacturer / Origin JAPAN / THAILAND - JAPAN

PRICE LIST 
SYSTEM 
(Without recycling fees & VAT) € 3.870 4.330 5.340 5.600

Outdoor unit 
(Without recycling fees & VAT) € 1.420 1.630 2.500 2.640

Indoor unit 
(Without recycling fees & VAT) € 2.280 2.530 2.670 2.790

Control RBC-AMSUSI-EN € 170 170 170 170

Recycling Fees (without VAT) € 8.40 8.90 12.70 12.70

PROPOSED RETAIL PRICE
(including recycling fees & VAT) € 3.483 3.897 4.806 5.040

OUTDOOR UNIT RAV- GM1101AT8P-E GM1401AT8P-E

INDOOR UNIT RAV- RM1101FT-EN RM1401FT-EN
Cooling capacity (min.-nom.-max.) kW 3,0 – 9,5 – 11,2 3,0 – 12,1 – 13,2 

SEER /  Energy efficiency class 5,16 / A 4,86 / TBD

Heating capacity (min.-nom.-max.) kW 3,0 – 11,2– 13,0 3,0 – 13,0 – 16,0 

SCOP / Energy efficiency class (Average) 3,92 / A 3,90 / TBD

Outdoor unit dimensions (HxWxD) mm 890 x 900 x 320 890 x 900 x 320

Indoor unit dimensions (HxWxD) mm 1.750 x 600 x 390 1.750 x 600 x 390

Outdoor / Indoor unit weight Kg 69 / 59 69 / 59

Flare connections (gas-liquid) 5/8” - 3/8” 5/8” - 3/8”
Maximum pipe length /  
Maximum height difference

m 50 / 30 50 / 30

Manufacturer / Origin JAPAN / THAILAND - JAPAN

PRICE LIST 
SYSTEM 
(Without recycling fees & VAT) € 5.540 5.750

Outdoor unit 
(Without recycling fees & VAT) € 2.700 2.790

Indoor unit 
(Without recycling fees & VAT) € 2.670 2.790

Control RBC-AMSUSI-EN € 170 170

Recycling Fees (without VAT) € 12.80 12.80

PROPOSED RETAIL PRICE
(including recycling fees & VAT) € 4.986 5.175

1 Phase Types



HIGH STATIC 
DUCT

aComfort: 3-speed DC fan motor provides
the correct air flow, whilst maximizing energy 
savings
aCompatible with metal or textile duct
aAdaptability: Designed to be lightweight,

making the installation process quick and 
easy
aWith 7 step settings the static pressure of the

system can range from 50 to 250Pa

aUp to 5.600m3/h air flow to blow the air
into large rooms
aEasy installation: Electronic components

accessible from outside the unit
aAir filter and drain pump available as an

option
aThe DTP high static duct is compatible with

textile duct diffusion system to blow the air 
smoothly all over the treated room

Easy Installation

Toshiba’s high static pressure ducts are 
specifically designed for large open spaces, due 
to their impressive air flow characteristics.

Adaptability

OUTDOOR UNIT RAV- GM2241AT8-E1 GM2801AT8-E1

INDOOR UNIT RAV- RM2241DTP-E2 RM2801DTP-E2

Cooling capacity (min.-nom.-max.) kW 4,6 – 19,0 –22,4 4,6 – 22,5 – 27,0 

SEER /  Energy efficiency class 5,82 / TBD 5,49 / TBD

Heating capacity (min.-nom.-max.) kW 4,6 – 22,4 –25,0 4,6 – 27,0 – 31,5 

SCOP / Energy efficiency class (Average) 3,78 / TBD 3,69 / TBD

Air Flow m3/h 3.800 4.800

External Static Pressure Pa 50 - 250 50 - 250

Outdoor unit dimensions (HxWxD) mm 1.550 x 1.010 x 370 1.550 x 1.010 x 370

Indoor unit dimensions (HxWxD) mm 448 x 1.400 x 900 448 x 1.400 x 900 

Outdoor / Indoor unit weight Kg 142 / 97 142 / 97 

Flare connections (gas-liquid) 1 1/8” - 1/2” 1 1/8” - 1/2”

Maximum pipe length / 
Maximum height difference

m 60 / 30 60 / 30

Manufacturer / Origin JAPAN / THAILAND - JAPAN

PRICE LIST 
SYSTEM (Without recycling fees & VAT) € 11.860 12.970

Outdoor unit 
(Without recycling fees & VAT) € 7.060 7.860

Indoor unit 
(Without recycling fees & VAT) € 4.630 4.940

Control RBC-AMSU51-EN € 170 170

Recycling Fees (without VAT) € 23.90 23.90

PROPOSED RETAIL PRICE
(including recycling fees & VAT) € 10.674 11.673

BIG DIGITAL INVERTER 3 Phase Types
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LIGHT COMMERCIAL 
Specifications

OUTDOOR UNIT INDOOR UNIT
Compressor 

TYPE
POWER 
SUPPLY

POWER 
CONNECTION INTERCON- 

NECTION  
WIRES 
IN-OUT

REFRIGERANT  
CHARGE R32 

(Kg)

MIN. PIPE 
LENGTH 

(m)

CHARGELESS 
PIPE LENGTH 

(m)

ADDITIONAL 
REFRIGERANT  
CHARGE (gr/m)

WIRE 
SIZE 

(mm2)

FUSE 
(A)

HiWall /  Super DIGITAL INVERTER 
RAV-GP561ATP-E / 
GP561ATW-E

RAV-RM561KRTP-E Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 1,35 3 20 20

RAV-GP801ATW-E RAV-RM801KRTP-E Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 1,90 3 30 35

RAV-GP1101AT-E RAV-GM1101KRTP-E Twin Rotary Out 3 x 6 25 A 4 x 1,5 3,10 3 30 35

RAV-GP1101AT8-E RAV-GM1101KRTP-E Twin Rotary Out 5 x 4 20 A 4 x 1,5 2,60 3 30 35

HiWall /  DIGITAL INVERTER 

RAV-GM301ATP-E RAV-RM301KRTP-E Rotary Out 3 x 2,5 16 A 4 x 1,5 0,60 2 15 20

RAV-GM401ATP-E RAV-RM401KRTP-E Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 0,90 2 15 20

RAV-GM561ATP-E RAV-RM561KRTP-E Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 0,90 5 20 20

RAV-GM801ATP-E RAV-RM801KRTP-E Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 1,30 5 20 35

RAV-GM901ATP-E RAV-GM901KRTP-E Twin Rotary Out 3 x 4 20 A 4 x 1,5 2,00 5 30 35

RAV-GM1101ATP-E RAV-GM1101KRTP-E Twin Rotary Out 3 x 6 25 A 4 x 1,5 2,10 5 30 35

RAV-GM1101AT8P-E RAV-GM1101KRTP-E Twin Rotary Out 5 x 4 20 A 4 x 1,5 2,10 5 30 35

4-way Cassette  / Super DIGITAL INVERTER
RAV-GP561ATP-E / 
GP561ATW-E

RAV-RM561UTP-E Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 1,35 3 20 20

RAV-GP801ATW-E RAV-RM801UTP-E Twin Rotary Out 3 x 4 20 A 4 x 1,5 1,90 3 30 35

RAV-GP1101AT-E RAV-RM1101UTP-E Twin Rotary Out 3 x 6 25 A 4 x 1,5 3,10 3 30 35

RAV-GP1101AT8-E RAV-RM1101UTP-E Twin Rotary Out 5 x 4 20 A 4 x 1,5 2,60 3 30 40

RAV-GP1401AT-E1 RAV-RM1401UTP-E Twin Rotary Out 3 x 6 25 A 4 x 1,5 3,10 3 30 35

RAV-GP1401AT8-E RAV-RM1401UTP-E Twin Rotary Out 5 x 4 20 A 4 x 1,5 2,60 3 30 40

RAV-GP1601AT8-E RAV-RM1601UTP-E Twin Rotary Out 5 x 4 20 A 4 x 1,5 2,60 3 30 40

4-way Cassette  / DIGITAL INVERTER

RAV-GM561ATP-E RAV-RM561UTP-E Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 0,90 5 20 20

RAV-GM801ATP-E RAV-RM801UTP-E Twin Rotary Out 3 x 4 20 A 4 x 1,5 1,30 5 20 35

RAV-GM901ATP-E RAV-RM901UTP-E Twin Rotary Out 3 x 4 20 A 4 x 1,5 2,00 5 30 35

RAV-GM1101ATP-E RAV-RM1101UTP-E Twin Rotary Out 3 x 6 25 A 4 x 1,5 2,10 5 30 35

RAV-GM1101AT8P-E     RAV-RM1101UTP-E Twin Rotary Out 5 x 4 20 A 4 x 1,5 2,10 5 30 35

RAV-GM1401ATP-E RAV-RM1401UTP-E Twin Rotary Out 3 x 6 25 A 4 x 1,5 2,10 5 30 35

RAV-GM1401AT8P-E   RAV-RM1401UTP-E Twin Rotary Out 5 x 4 20 A 4 x 1,5 2,10 5 30 35

RAV-GM1601ATP-E RAV-RM1601UTP-E Twin Rotary Out 3 x 6 32 A 4 x 1,5 2,40 5 30 35

RAV-GM1601AT8P-E   RAV-RM1601UTP-E Twin Rotary Out 5 x 4 20 A 4 x 1,5 2,40 5 30 35

All wiring must comply with local and national electrical codes, regulations and must be installed by a licensed electrician.



LIGHT COMMERCIAL 
Specifications

OUTDOOR UNIT INDOOR UNIT
Compressor 

TYPE
POWER 
SUPPLY

POWER 
CONNECTION INTERCON- 

NECTION\ 
WIRES 
IN-OUT

REFRIGERANT  
CHARGE R32 

(Kg)

MIN. PIPE 
LENGTH 

(m)

CHARGELESS 
PIPE LENGTH 

(m)

ADDITIONAL 
REFRIGERANT  

CHARGE 
(gr/m)

WIRE 
SIZE 

(mm2)

FUSE 
(A)

4-way Cassette  /  Super DIGITAL INVERTER 

RAV-GP561ATP-E / 
GP561ATW-E

RAV-RM561MUT-E Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 1,35 3 20 20

4-way Cassette  /  DIGITAL INVERTER

RAV-GM301ATP-E RAV-RM301MUT-E Rotary Out 3 x 2,5 16 A 4 x 1,5 0,60 2 15 20

RAV-GM401ATP-E RAV-RM401MUT-E Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 0,90 2 15 20

RAV-GM561ATP-E RAV-RM561MUT-E Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 0,90 5 20 20

Ducted  / Super DIGITAL INVERTER

RAV-GP561ATP-E / 
GP561ATW-E

RAV-RM561ΒTP-E Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 1,35 3 20 20

RAV-GP801ATW-E RAV-RM801ΒTP-E Twin Rotary Out 3 x 4 20 A 4 x 1,5 1,90 3 30 35

RAV-GP1101AT-E RAV-RM1101ΒTP-E Twin Rotary Out 3 x 6 25 A 4 x 1,5 3,10 3 30 35

RAV-GP1101AT8-E RAV-RM1101ΒTP-E Twin Rotary Out 5 x 4 20 A 4 x 1,5 2,60 3 30 40

RAV-GP1401AT-E1 RAV-RM1401ΒTP-E Twin Rotary Out 3 x 6 25 A 4 x 1,5 3,10 3 30 35

RAV-GP1401AT8-E RAV-RM1401ΒTP-E Twin Rotary Out 5 x 4 20 A 4 x 1,5 2,60 3 30 40

RAV-GP1601AT8-E RAV-RM1601ΒTP-E Twin Rotary Out 5 x 4 20 A 4 x 1,5 2,60 3 30 40

Ducted  / DIGITAL INVERTER

RAV-GM561ATP-E RAV-RM561ΒTP-E Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 0,90 5 20 20

RAV-GM801ATP-E RAV-RM801ΒTP-E Twin Rotary Out 3 x 4 20 A 4 x 1,5 1,30 5 20 35

RAV-GM901ATP-E RAV-RM901ΒTP-E Twin Rotary Out 3 x 4 20 A 4 x 1,5 2,00 5 30 35

RAV-GM1101ATP-E RAV-RM1101ΒTP-E Twin Rotary Out 3 x 6 25 A 4 x 1,5 2,10 5 30 35

RAV-GM1101AT8P-E     RAV-RM1101ΒTP-E Twin Rotary Out 5 x 4 20 A 4 x 1,5 2,10 5 30 35

RAV-GM1401ATP-E RAV-RM1401ΒTP-E Twin Rotary Out 3 x 6 25 A 4 x 1,5 2,10 5 30 35

RAV-GM1401AT8P-E   RAV-RM1401ΒTP-E Twin Rotary Out 5 x 4 20 A 4 x 1,5 2,10 5 30 35

RAV-GM1601ATP-E RAV-RM1601ΒTP-E Twin Rotary Out 3 x 6 32 A 4 x 1,5 2,40 5 30 35

RAV-GM1601AT8P-E   RAV-RM1601ΒTP-E Twin Rotary Out 5 x 4 20 A 4 x 1,5 2,40 5 30 35

Ducted SLIM /  Super DIGITAL INVERTER 

RAV-GP561ATP-E / 
GP561ATW-E

RAV-RM561SDT-E Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 1,35 3 20 20

Ducted SLIM  /  DIGITAL INVERTER

RAV-GM301ATP-E RAV-RM301SDT-E Rotary Out 3 x 2,5 16 A 4 x 1,5 0,60 2 15 20

RAV-GM401ATP-E RAV-RM401SDT-E Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 0,90 2 15 20

RAV-GM561ATP-E RAV-RM561SDT-E Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 0,90 5 20 20

High Static Ducted / BIG DIGITAL INVERTER

RAV-GM2241AT8-E RAV-RM2241DTP-E Twin Rotary Out-In 5 x 4 - 3 x 4 25 A 4 x 1,5 5,00 5 30 80

RAV-GM2801AT8-E RAV-RM2801DTP-E Twin Rotary Out-In 5 x 4 - 3 x 4 25 A 4 x 1,5 5,00 5 30 80

Όλες οι καλωδιώσεις πρέπει να συμμορφώνονται με τους τοπικούς και εθνικούς κανονισμούς και πρέπει να εγκαθίστανται από εξουσιοδοτημένο ηλεκτρολόγο.
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LIGHT COMMERCIAL 
Specifications

OUTDOOR UNIT INDOOR UNIT
Compressor 

TYPE
POWER 
SUPPLY

POWER 
CONNECTION INTERCON- 

NECTION  
WIRES 
IN-OUT

REFRIGERANT  
CHARGE R32 

(Kg)

MIN. PIPE 
LENGTH 

(m)

CHARGELESS 
PIPE LENGTH (m)

ADDITIONAL 
REFRIGERANT  

CHARGE 
(gr/m)

WIRE 
SIZE 

(mm2)

FUSE 
(A)

Ceiling / Super DIGITAL INVERTER

RAV-GP561ATP-E / 
GP561ATW-E

RAV-RM561CTP-E Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 1,35 3 20 20

RAV-GP801AT-E RAV-RM801CTP-E Twin Rotary Out 3 x 4 20 A 4 x 1,5 1,90 3 30 35

RAV-GP1101AT-E RAV-RM1101CTP-E Twin Rotary Out 3 x 6 25 A 4 x 1,5 3,10 3 30 35

RAV-GP1101AT8-E RAV-RM1101CTP-E Twin Rotary Out 5 x 4 20 A 4 x 1,5 2,60 3 30 40

RAV-GP1401AT-E1 RAV-RM1401CTP-E Twin Rotary Out 3 x 6 25 A 4 x 1,5 3,10 3 30 35

RAV-GP1401AT8-E RAV-RM1401CTP-E Twin Rotary Out 5 x 4 20 A 4 x 1,5 2,60 3 30 40

RAV-GP1601AT8-E RAV-RM1601CTP-E Twin Rotary Out 5 x 4 20 A 4 x 1,5 2,60 3 30 40

Ceiling / DIGITAL INVERTER

RAV-GM561ATP-E RAV-RM561CTP-E Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 0,90 5 20 20

RAV-GM801ATP-E RAV-RM801CTP-E Twin Rotary Out 3 x 4 20 A 4 x 1,5 1,30 5 20 35

RAV-GM901ATP-E RAV-RM901CTP-E Twin Rotary Out 3 x 4 20 A 4 x 1,5 2,00 5 30 35

RAV-GM1101ATP-E RAV-RM1101CTP-E Twin Rotary Out 3 x 6 25 A 4 x 1,5 2,10 5 30 35

RAV-GM1101AT8P-E     RAV-RM1101CTP-E Twin Rotary Out 5 x 4 20 A 4 x 1,5 2,10 5 30 35

RAV-GM1401ATP-E RAV-RM1401CTP-E Twin Rotary Out 3 x 6 25 A 4 x 1,5 2,10 5 30 35

RAV-GM1401AT8P-E   RAV-RM1401CTP-E Twin Rotary Out 5 x 4 20 A 4 x 1,5 2,10 5 30 35

RAV-GM1601ATP-E RAV-RM1601CTP-E Twin Rotary Out 3 x 6 32 A 4 x 1,5 2,40 5 30 35

RAV-GM1601AT8P-E   RAV-RM1601CTP-E Twin Rotary Out 5 x 4 20 A 4 x 1,5 2,40 5 30 35

Floor Standing / Super DIGITAL INVERTER

RAV-GP561ATP-E / 
GP561ATW-E

RAV-RM561FT-EN Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 1,35 3 20 20

RAV-GP801AT-E RAV-RM801FT-EN Twin Rotary Out 3 x 4 20 A 4 x 1,5 1,90 3 30 35

RAV-GP1101AT-E RAV-RM1101FT-EN Twin Rotary Out 3 x 6 25 A 4 x 1,5 3,10 3 30 35

RAV-GP1101AT8-E RAV-RM1101FT-EN Twin Rotary Out 5 x 4 20 A 4 x 1,5 2,60 3 30 40

RAV-GP1401AT-E1 RAV-RM1401FT-EN Twin Rotary Out 3 x 6 25 A 4 x 1,5 3,10 3 30 35

RAV-GP1401AT8-E RAV-RM1401FT-EN Twin Rotary Out 5 x 4 20 A 4 x 1,5 2,60 3 30 40

RAV-GP1601AT8-E RAV-RM1601FT-EN Twin Rotary Out 5 x 4 20 A 4 x 1,5 2,60 3 30 40

Floor Standing / DIGITAL INVERTER

RAV-GM561ATP-E RAV-RM561CTP-E Twin Rotary Out 3 x 2,5 16 A 4 x 1,5 0,90 5 20 20

RAV-GM801ATP-E RAV-RM801CTP-E Twin Rotary Out 3 x 4 20 A 4 x 1,5 1,30 5 20 35

RAV-GM1101ATP-E RAV-RM1101CTP-E Twin Rotary Out 3 x 6 25 A 4 x 1,5 2,10 5 30 35

RAV-GM1101AT8P-E     RAV-RM1101CTP-E Twin Rotary Out 5 x 4 20 A 4 x 1,5 2,10 5 30 35

RAV-GM1401ATP-E RAV-RM1401CTP-E Twin Rotary Out 3 x 6 25 A 4 x 1,5 2,10 5 30 35

RAV-GM1401AT8P-E   RAV-RM1401CTP-E Twin Rotary Out 5 x 4 20 A 4 x 1,5 2,10 5 30 35

All wiring must comply with local and national electrical codes, regulations and must be installed by a licensed electrician.



GENERAL TERMS OF SALES 

1. These Terms of Sale of «G.C.T. GENERAL CLIMA THERM S.R.L.», hereinafter called “the company”, constitute an integral part of the
sales contracts for the sale of products to purchasers. Any customer purchase terms which are contrary to the Terms of Sale of the 
company are not binding on the latter, even if it has not explicitly expressed the non-acceptance thereof.

2. The sales contract is drafted following an order which is placed by the purchaser and accepted by the company either by virtue of a 
specifically drafted sales agreement or by an order form of the company to which the present terms constitute an integral part and which the 
purchaser unreservedly accepts.

3. The purchaser shall be obliged to accept delivery of the products on the agreed delivery date. In case the products are not accepted within 30 
days at the latest from the aforementioned date, the company shall be entitled to request the performance of the contract or compensation for 
the non-performance of the contract, or to rescind therefrom in which case any payment made by the purchaser shall be forfeited as liquidated 
damages in favour of the company, not excluding any right of the company to claim compensation for any further damage. In this case the 
company shall be entitled to sell the products sold by these presents to another purchaser, without any further notice. The purchaser shall be 
liable for any storage expenses, if it requests such a storage.

4. In case an order is cancelled for any reason whatsoever by the purchaser, any payment already made by the latter shall be forfeited as 
liquidated damages in favour of the company, not excluding any right of the company to claim compensation for any further damage.

5. The delivery of the products shall be effected within the term specified in the sales contract or the order form unless this is not possible for 
reasons due to force majeure or to inability to manufacture the machinery. The company shall not be deemed to be in default if it notifies the 
purchaser in writing prior to the specified delivery date that the delivery is not feasible. Such notice must include a new delivery date.

6. The products will be transported at the purchaser’s liability for any damage and at purchaser’s expense, unless otherwise agreed between 
the parties. Following the physical delivery at the place of the work or at the warehouses of the purchaser, the purchaser shall be exclusively 
liable for the storage thereof. Additional expenses for urgent dispatches, for return of products to the company, as well as expenses for the 
dispatch of the products for repair shall be incurred and paid by the purchaser.

7. Any movement of product outside the company’s warehouse shall be effected at the risk, liability and expenses of the purchaser.

ATTENTION: Products will be checked upon delivery by the carrier. The return of products with the exception of those under warranty will 
not be accepted following the expiration of a 30-days period from their dispatch. Products extracted from their packaging or damaged due to 
improper handling will not be accepted under any circumstances. The company charges the purchaser with a percentage of 10% on the value 
of the products returned to it which are not defective but their packaging has been opened or damaged in any way, with the reservation of the 
company’s right to claim compensation for any further damage. 

8. The products sold are covered by warranty in accordance with the terms of the warranty, provided that they are subject to normal use, 
operation and maintenance.

9. The price is agreed in Euro. The price may also be set in another currency following an agreement of the parties.

10. Before the delivery of the products, the total price must be fully paid in cash unless an agreement has been reached with the company 
for the credit of the total or part of the price (payment in instalments). In case the delivery of cheques by the purchaser is agreed, said
cheques retain their autonomy and the company is entitled to exercise its rights deriving therefrom in parallel and independently of its rights 
deriving from the present terms. In case of an arrangement for the payment of the price in instalments and of non-timely and due
payment by the purchaser of any part of the price in accordance with the aforementioned arrangement, the total of the remaining balance
of the price plus interest and expenses shall immediately become due and payable. In this case the company shall be entitled to rescind from 
the contract and any payment already effected by the purchaser shall be forfeited as liquidated damages in favour of the company, not
excluding any right of the company to claim compensation for any further damage. The company shall have the same rights in case of
declaration of the purchaser into bankruptcy or placement under compulsory administration or under recovery procedure or under any other 
similar procedure or in case an application is filed for the purchaser’s placement under any of the aforementioned procedures.

11. Payment of the price in full or in part shall only be proven by a printed receipt issued by the company.

12. In case where the price is credited and an arrangement for the payment thereof in instalments is agreed, it is explicitly agreed that
the ownership and possession of the sold products is retained by the company until the full payment of the price and shall be transferred to
the purchaser immediately after the full payment thereof. The purchaser acquires only the possession of the products. Throughout the
duration of the agreed condition precedent any act for the cancellation or limitation of its results is prohibited. In case the purchaser is in
default, the company is entitled either to claim the payment of the entire price, which shall immediately become due and payable, or to
rescind from the entire or part of the contract exercising its ownership rights. It is agreed that the company is entitled to exercise the right 
of rescission even it has attempted to collect the price due and said collection has not been achieved. The company maintains the right to 
notify the retention of ownership to any third party to whom the purchaser intends to further sell the products sold to it. In case of rescission, 
the company is entitled to withhold any instalments already paid as liquidated damages not excluding any right of the company to claim 
compensation for any further damage. In case of credit of the price and delay in payment thereof, the lawful default interest will be due in 
accordance with Law 4152/2013.

13.  For as long as the purchaser does not perform its obligations deriving herefrom, the company shall be entitled to suspend the 
performance of its own obligations.

14. The company shall be entitled to attribute the sums paid by the purchaser to the invoices the company has issued as its absolute 
discretion. 

15. Without prejudice to any provision contrary to the present terms, the total liability of any party against the other, either from contract
or tort or any other reason, shall be limited to the amount of the value of the sales contract. Said limitation is not applicable in relation to
the liability of any party for the injury or death of a person caused by its heavy negligence. Notwithstanding the terms mentioned herein,
neither party shall be liable for any indirect, subsequent or special damage regardless of the cause thereof.

16. The purchaser is not entitled to assign the sales contract or any right or obligation deriving therefrom to another natural person or
legal entity of private or public law without the prior written consent of the company



1.1. Cance ations of orders must be sent in writing to the company by e-mail or fax.

2.. In case he order is cancelled within 7 days from acceptance thereof by the company, there will be no charge for the purchaser.

3. In case the products are customized or have been ordered to the factory and the purchaser cancel the order subsequently to the confirmation 
of the manufacture of the products by the factory, the company shall charge the purchaser 25% on the total value of the sale.

SPECIAL PACKAGING 

If special packaging of the products, other than the factory packaging, is required, the purchaser shall notify the company in due time in order 
to be informed whether such a possibility exists and what is the cost of the special packaging. 

PROBLEMS AT DELIVERY 

1.1. If a oblem of the products is identified at delivery, the purchaser is obliged to immediately inform the company and register the problem
in the Delivery Note of the products.

2. In case the problem is not identified at delivery but during the installation of the products, the purchaser is obliged to abstain from the
installation thereof and to notify immediately the company.

CODE OF CONDUCT 

The company is committed to the highest legal and ethical standards in the conduct of its business. The purchaser acknowledges that it 
has been provided with a copy of the company’s Code of Conduct and by concluding the sales contract warrants that it has read, 
understood, and agrees to be bound by the contents thereof.

CANCELLATION OF ORDER

G.C.T. GENERAL CLIMA THERM S.R.L.
SHIPPING CUSTOMER ORDERS
Customer services E-mail: office@gct.ro
Opening hours: 08:00 - 17:00
For products available in stock in our warehouse and for shipment the next day, your order 
documents must be sent by 12:00

PRODUCT AVAILABILITY – IMPLEMENTATION OF ORDERS:
CUSTOMER SERVICES  
Tel.: +40 021 310 1084
E-mail: email@office@gct.ro

S.C. G.C.T. GENERAL CLIMA THERM S.R.L. BANK ACCOUNTS
UNICREDIT BANK:  EURO IBAN ACCOUNT: RO36 BACX 0000 0030 0130 8000




